
2 LAYERS - 5/8" TYPE "X" GYPSUM BOARD 
ON METAL STUDS WITH BATT INSULATION 
AS SCHEDULED. 

HILTI POWER DRIVEN ANCHOR TO CONC
SLAB AT 24" O.C. ICBO#2388 0.145 DIA. 
SHANK W/ 1 1/8" MIN. PENETRATION

SEE SCHEDULE

PROVIDE SEALANT 
BOTH SIDES OF THE WALL

BOTTOM TRACK WITH COMPOSITE 
FIRE STOP (INTUMESCENT TAPE)

UL DETAIL: BW-S-0001
SEE DETAIL: 

2 LAYER - 5/8" TYPE "X" 
GYPSUM BOARD ON METAL 
STUDS WITH BATT 
INSULATION AS SCHEDULED.

ROOF DECK

VERIFY B.O. DECK

1
"

ANCHOR GWB TO STUD
NO CLOSER THAN 1"
FROM TRACK LEG

16 GA SLOTTED 3" LEG,
COMPOSITE TRACK 
/FIRE STOP 3" LEG AND 

CUT STUDS 1" SHORT
FOR DEFLECTION

MIN 4 PCF COMPRESSED
MINERAL WOOL IN METAL
DECKING

SEALANT

NOTE: DO NOT ATTACH
STUDS TO TRACK

UL DETAIL: CJ-D-0004
SEE DETAIL: 

NON-RATED

2 HR-RATED

STANDARD CMU 
BLOCK GROUT SOLID 

SEE STRUCTURAL DWG
FOR REINFORCING - STOP
REINFORCING SHORT OF 
JOINT

PROVIDE BACKER ROD AND
SEALANT EACH SIDE

3/8"

FOR RATINGS UP TO AND
INCLUDING 2 HOURS

STANDARD CMU 
BLOCK GROUT SOLID 

SEE STRUCTURAL DWG
FOR REINFORCING - STOP
REINFORCING SHORT OF 
JOINT

PROVIDE BACKER ROD AND
SEALANT EACH SIDE

3/8"

FLANGED NEOPRENE CONTROL
JOINT CONT VERTICALLY

MAX SPACING 25'-0"

MAX SPACING 25'-0"

1/2" MAX GAP
CONTROL JOINT PROVIDE
EVERY 30 FEET OC

5/8" GWB ON 
METAL STUDS

THERMAFIBER
INSULATION W
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NON-RATED

1/2" MAX GAPCONTROL JOINT PROVIDE
EVERY 30 FEET OC

1 LAYER TYPE "X" 
5/8" GWB ON 
METAL STUDS
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1 HR-RATED

COMPOSITE FIRE
STOP / CONTROL
JOINT BACKER

2 HR-RATED

1/2" MAX GAP
CONTROL JOINT PROVIDE
EVERY 30 FEET OC

2 LAYER TYPE "X" 
5/8" GWB ON 
METAL STUDS
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COMPOSITE FIRE
STOP / CONTROL
JOINT BACKER

WALL RUNS GREATER THAN 30'-0"
REQUIRE CONTROL JOINT

WALL RUNS GREATER THAN 30'-0"
REQUIRE CONTROL JOINT

WALL RUNS GREATER THAN 30'-0"
REQUIRE CONTROL JOINT

UL DETAIL: WW-D-0172
SEE DETAIL: 

UL DETAIL: WW-D-0172
SEE DETAIL: 

MTL RUNNER 
TRACK

BASE & FLOOR 
FINISH AS 
SCHEDULED

ACOUSTICAL 
SEAL, BOTH SIDES

UNDERSIDE OF 
STRUCTURE

ACOUSTICAL SEAL, 
BOTH SIDES, TOP 
AND BOTTOM OF 
PARTITION

FRAMING AT EACH SIDE OF BACKING. 
EXTEND TO AND ATTACH TO 
UNDERSIDE STRUCTURE ABOVE

HDMI & DATA AT EACH LOCATION

2 LAYERS 3/4" PLYWOOD FLUSH 
WITH STUDS FROM 48" TO 84"HIGH

STUD FRAMING  AT 16" O.C.

REFER TO FLOOR 
PLANS FOR 
WALL TYPES

SEMI-RECESSED 
FIRE EXTINGUISHER
CABINET

2
' -

8
" 

A
.F

.F
.

SCALE: 3" = 1'-0"

BOTTOM OF WALL DETAIL1

SCALE: 3" = 1'-0"

HEAD OF WALL DETAIL2

SCALE: 3" = 1'-0"

TYPICAL CMU
CONTROL JOINTS5

SCALE: 3" = 1'-0"

TYPICAL GWB
CONTROL JOINTS6

SCALE: 1 1/2" = 1'-0"

STANDARD WALL TO
DECK 2 HR RATED4

SCALE: 1 1/2" = 1'-0"

STANDARD WALL
BASE 2 HR RATED3

208 Pirkle Ferry Road, Suite C
Cumming, GA 30040
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SCALE: 1/2" = 1'-0"

WALL BLOCKING DETAIL7

SCALE: 1 1/2" = 1'-0"

FIRE EXTINGUISHER
CABINET8

No. DATE DESCRIPTION

07/22/2026 ISSUED FOR PERMIT


