
3 ANCHORS 
PER SIDE

12" OR 8" CMU FILLED 
BULLNOSE EXPOSED 
CORNER

CONT. SEALANT, 
BOTH SIDES

H.M. FRAME

RIGID 
INSULATION

FLUID APPLIED 
WATER AND AIR 
BARRIER

BRICK 
RUNNING 
BOND

SCHEDULED 
DOOR

CONC. SLAB. SEE 
STRUCT DWG.

EXTRUDED ALUM. 
THRESHOLD SET IN 
SEALANT

COMPRESSIBLE JOINT 
AND TRAFFIC SEALANT

CONC. SIDEWALK w/ 1/4" 
SLOPE AWAY FROM THE 
BUILDING

SCHEDULED DOOR

H.M. FRAME

TRACK PER
MANUFACTURER

RIGID INSULATION

BRICK, RUNNING BOND

FLUID APPLIED 
WATER AND 
AIR BARRIER

1"1 1/2"

BRICK, SOLDIER 
COURSE, 1" 
PROTRUSION

BENT PLATE, PAINT 
TO MATCH BRICK. 
REFER TO STRUCT.

STAINLESS STEEL 
DRIP EDGE W/ 
HEMMED EDGE, SET 
IN MASTIC

MORTAR NET, TYP.

CELL VENT @ 24" O.C.

CONT. FLEXIBLE 
MEMBRANE FLASHING

CONT. TERMINATION 
BAR SET IN SEALANT

HSS STEEL LINTEL, 
PAINT TO MATCH 
BRICK. REFER TO 
STRUCT.

1
/2

"

1/4" SLOPE

OH DOOR FRAME 
BY MANUFACTURER

STL. CHANNEL

EDGE OF 12" CMU 
BEYOND

EXTERIOR CONC. 
SLAB
SEE CIVIL DWG.

BRICK VENEER 
BEYOND

FIBER EXPANSION 
JOINT AND SEALANT

CONC. SLAB SEE 
STRUCT DWG.

ALIGN STEP w/ EDGE 
OF STL CHANNEL. 
ONLY AT OPENING

RIGID INSULATION

FLUID APPLIED WATER 
AND AIR BARRIER

BRICK, RUNNING BOND

12" CMU GROUT FILLED

OH DOOR FRAME BY 
MANUFACTURER

CONT. BACKER ROD 
AND SEALANT

STEEL BENT PLATE

12" OR 8" CMU  
FILLED BULLNOSE 
EXPOSED CORNER 
AT INDICATED ON 
FLOOR PLANS

RIGID INSULATION

FLUID APPLIED WATER 
AND AIR BARRIER 

BRICK ROWLOCK 
SILL BELOW

BACKER ROD AND 
SEALANT, BOTH SIDES

SHIM PROVIDED BY 
MANUF.

SCHEDULED WINDOW 
SYSTEM

BRICK, RUNNING 
BOND

1
"

8" FILLED CMU AND 
BOND BEAM AS 
INDICATED ON 
PLANS

SCHEDULED WINDOW 
SYSTEM

BRICK RUNNING BOND

2" RIGID INSULATION

BRICK ANCHOR, TYP.

FLUID APPLIED WATER 
AND AIR BARRIER

5/8" GYP. BD. OVER  
MTL. FURRING/STUD 
AS INDICATED ON 
PLANS

SHIM PROVIDED BY 
MANUF.

BACKER ROD AND 
SEALANT ON BOTH 
SIDES

S.S. FLASHING AND 
END DAMS, SET IN 
MASTIC

CELL VENTS AT 24" O.C.

BRICK ROWLOCK 
MIN. 15° SLOPE 

1 1/2"

PREFINISHED ALUM. 
FLASHING WITH 
HEMMED EDGE.MATCH 
WINDOW/STOREFRONT

MIN

1 1/2"

CONT. SEALANT, 
BOTH SIDES

H.M. 
FRAME

SCHEDULED 
DOOR

12" OR 8" GROUT 
FILLED CMU AND 
BOND BEAM 
EXPOSED CORNER 
AS INDICATED ON 
PLANS

BACKER ROD & SEALANT 
BOTH SIDES

STEEL LINTEL ANGLE, PAINT 
TO MATCH BRICK VENEER.
SEE STRUCTURAL DWGS.

AIR & WATER BARRIER - LAP 
TERM. BAR BELOW AND SEAL 
AT SEAMS, TYP.

BRICK VENEER, TYP.

MORTAR NET, TYP.

CELL VENT @ 24" O.C.

CONT. TERMINATION BAR 
SET IN SEALANT

ADJUSTABLE MASONRY 
ANCHORS @ 16" O.C. 
VERT./HORIZ.

RIGID INSULATION, TYP.

CONT. FLEXIBLE MEMBRANE 
FLASHING

1 1/2"

BACKER ROD & SEALANT 
BOTH SIDES

STEEL LINTEL ANGLE, PAINT 
TO MATCH BRICK VENEER.
SEE STRUCTURAL DWGS.

PT SHIM AS REQ'D

8" COLD FORMED 
METAL STUDS

5/8" GYPSUM 
BOARD

5/8" SHEATHING

AIR & WATER BARRIER - LAP 
TERM. BAR BELOW AND SEAL 
AT SEAMS, TYP.

BRICK VENEER, TYP.

MORTAR NET, TYP.

CELL VENT @ 24" O.C.

CONT. TERMINATION BAR 
SET IN SEALANT

ADJUSTABLE MASONRY 
ANCHORS @ 16" O.C. 
VERT./HORIZ.

RIGID INSULATION, TYP.

CONT. FLEXIBLE MEMBRANE 
FLASHING

BATT INSULATION

HOLLOW METAL 
FRAME

SCHEDULED 
DOOR

BOX HEADER

HM FRAME

BRICK; RUNNING BOND

SCHEDULED DOOR

CONTINUOUS SEALANT, 
BOTH SIDES

RIGID INSULATION

AIR AND WATER BARRIER

BATT INSULATION

METAL STUD

5/8" GLASS-MAT 
GYPSUM SHEATHING

EXTERIOR SHEATHING

BACKER ROD AND SEALANT

1
2
7
/1

2
8
"

GROUT SOLID

2 5/8"

6" OR 8" COLD 
FORMED METAL 
FRAMING

5/8" GLASS-MAT 
GYPSUM 
SHEATHING

STOREFRONT SYSTEM

BATT INSULATION

SHIM PROVIDED 
BY MANUF.

PERIMETER SEALANT

BACKER ROD & SEALANT 
BOTH SIDES

5/8" EXTERIOR  
SHEATHING

AIR & WATER 
BARRIER

RIGID INSULATION

STAINLESS STEEL 
FLASHING WITH HEMMED 
EDGE - COLOR TO MATCH 
SIDING, TYP.

FIBER CEMENT 
PANEL OVER 2" 18 
GAUGE Z FURRING

1
/4

"

10 MM SPACER BY 
MANUFACTURER

2"

BOX HEADER

BACKER ROD & 
SEALANT BOTH SIDES

STOREFRONT 
SYSTEM 

5/8" EXTERIOR 
SHEATHING

AIR & VAPOR BARRIER

RIGID INSULATION, 
TYP.

6" OR 8" COLD 
FORMED METAL 
FRAMING

5/8" GLASS-MAT 
GYPSUM SHEATHING

BATT INSULATION

CONTINUOUS 2x PT 
NAILER, RIP TO FIT -
FRT WOOD AT RATED 
WALLS, TYP.

SHIM PROVIDED 
BY MANUF.

PERIMETER SEALANT

COMPOSITE 
WALL PANEL

ALUMINUM CORNER KEY 
TRIM BY FIBER CEMENT 
BOARD MANUFACTURER 

2
"

FIBER CEMENT 
TRIM

CONTINUOUS 
SEALANT

CONTINUOUS 
SEALANT

VERTICAL 18 GA. 
METAL Z FURRING AT 
16" O.C.

P.T. WOOD BLOCKING

SCALE: 3" = 1'-0"

EXTERIOR DOOR JAMB9SCALE: 3" = 1'-0"

EXTERIOR OVERHEAD DOOR HEAD12

SCALE: 3" = 1'-0"

EXTERIOR OVERHEAD DOOR SILL4

SCALE: 3" = 1'-0"

EXTERIOR OVERHEAD DOOR JAMB8

SCALE: 3" = 1'-0"

EXTERIOR WINDOW JAMB - BRICK2 SCALE: 3" = 1'-0"

EXTERIOR WINDOW SILL1SCALE: 3" = 1'-0"

EXTERIOR DOOR SILL3

208 Pirkle Ferry Road, Suite C
Cumming, GA 30040
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SCALE: 3" = 1'-0"

EXTERIOR DOOR HEAD10SCALE: 3" = 1'-0"

STD-EXT HM DOOR-MTL STUDS/BRICK-HEAD11

SCALE: 3" = 1'-0"

EXT HM DOOR STUD/BRICK JAMB7 SCALE: 3" = 1'-0"

SF HEAD DETAIL AT FIBER CEMENT PANEL6 SCALE: 3" = 1'-0"

SF JAMB DETAIL AT FIBER CEMENT PANEL5
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