1 2 3 4 5 6 I

EROSION, SEDIMENTATION, AND POLLUTION CONTROL PLAN CERTIFICATION: : = = i
| certify that the permittee's Erosion, Sedimentation and Pollution Control Plan provides for an appropriate and comprehensive system of Best Management Practices (BMP's) required - o )
by the Georgia Water Quality Control Act and the document "Manual for Erosion and Sediment Control in Georgia" (Manual) published by the Georgia Soil and Water Conservation an Reimiitive T 15)
Commission as of January 1 of the year in which the land-disturbing activity was permitted, provides for the sampling of the receiving water(s) or the sampling of the storm water tist Churc @ {
outfalls and that the designed system of best management practices and sampling methods is expected to meet the requirements contained in the General NPDES Permit No. GAR S . TN NS/ S ,
100001. This plan has been prepared to meet the requirements under the State of Georgia, Department of Natural Resources, Environmental Protection Division (EPD), General Permit No. GAR100001 Apalachee cmeie TP IS i Q >
o . for authorization to discharge under the National Pollutant Discharge Elimination System (NPDES), Stormwater Discharges Associated with Construction Activity for Stand Alone Construction _ Sandy Creek @ Check etation
Georgia Civil Inc. GSWCC E ROSION CO NTROL N OTES . Projects. Daily, weekly and monthly inspections as required by Permit No. GAR100001 shall be performed by certified personnel provided by the Contractor. Sampling requirements as required Sl b ‘
, JASON P. BROWN , - ) — _ _ _ _ , by Permit No. GAR100001 shall be performed by certified personnel provided by the Contractor.
Signed: * Date: 7.1.26 Level Il Certified Design Professional # 52374 1. Any amendments/revisions to the ES&PC Plan which have a significant effect on BMPs with a hydraulic component must be certified by the design professional. ard Labor ~
,I 2. Waste materials shall not be discharged to waters of the State, except as authorized by a Section 404 permit Contractor shall make sure construction is in accordance with regulations of the NPDES Permit No. GAR100001. This includes but is not limited to: Lk Oconee || -
I, JASON P.BROWN | certify under penalty of law that this plan was prepared after | | "The design professional who prepared the ES&PC Plan is to inspect the installation of N . . . ' . . ' ik o ()
a site visit fo the locations describ}:ed herei% by n)1,yse|f ormy auth’;rized aggntPunder my the initial sediment storage requirements and perimeter control BMPs within 7 days after 3. The escape of sediment from the site shall be prevented by the installation of erosion and sediment control measures and practices prior to land disturbing activiies. *Site stabilization practices *Vegetative and structural erosion control practices ° e o
direct supervision. installation." in accordance with Part IV.A.5 page 25 of the permit. * 4. Erosion control measures will be maintained at all times. If full implementation of the approved Plan does not provide for effective erosion control, additional erosion and % ; ; ; P . ’ I
22 / sediment control measures shall be implemented to control or treat the sediment source. BMP maintenance and inspections Pollution prevention plan and practices eo r Ia c IVI
Signed: ’ Date: 7.1.26 Signed: Date: 5. Any disturbance left exposed for a period greater than 14 days shall be stabilized with mulch or temporary seeding. Spillcontrol pracices Material management practices for spill prevention plans @ e The Farmhouse Inn Greshamvill A Cl\/”_ ENG|N EERl NG
SIGWATURE OF PLAN PREPARER AND DATE SIGNATURE OF PLAN PREPARER AND DATE *Waste control practices *Wetland and state water protection practices () ‘) — |_ AND S C APE AR CH|TE CTURE
4 . . ) . ndian Creek Kennéls @ h 4 =
*Monitoring plans and practices *Reporting practices L i
v @ PROJECT LOCATION G
NOTE: CONTRACTOR SHALL PROVIDE A PHYSICAL BARRIER SUCH AS PLASTIC SHEETING OR ADDITIONAL EROSION CONTROL NOTES: , « @ . o LAND SURVEYING
TEMPORARY ROOFS ON ALL BUILDING MATERIALS, BUILDING PRODUCTS, CONSTRUCTION 1. Maximum cut slopes are 3:1, 3 horizontal to 1 verical, unless oMerwise noted. POLLUTION REDUCTION PRACTICES FOR STORM WATER DISCHARGES: Centennial Bapist Churc ) 311 N. Main St Ste. 101, Unit C
WASTE, LANDSCAPE MATERIALS, FERTILIZERS, PESTICIDES, HERBICIDES, DETERGENTS, 2 Madimum il 1.3 horiontal o 1 verical unfess ofherise nofed . R At » P.0. Box 896 | Madison, GA 30650
SANITARY WASTE AND ANY SUCH OTHER MATERIALS IN ORDER TO REDUCE EXPOSURE TO - exmum i slopes are 5:1, o orizonial o T verllcel, tniess oientise notec. STABILIZATION (VEGETATIVE) MEASURES: > P: 706.342.1104
PRECIPITATION AND STORMWATER. 3. Allbuffers, tree save areas, and/or limits of disturbance shall be clearly marked in the field by the contractor by flagging or fencing and signage, prior to commencement of any ) fliepkinibap e Churcy Buckeas ...
land disturbance activities or clearing/grubbing activities. Buffers, tree save areas, and areas beyond limits of disturbance are to be left undisturbed in their natural state. ALL STABILIZATION (VEGETATIVE) MEASURES SHALL BE IMPLEMENTED AS STATED IN THE MANUAL FOR EROSION AND SEDIMENTATION CONTROL IN GEORGIA (LATEST @ 20! Www_georg l1acivi | .com
1 20
4. Contractor shall not disturb underground utilities while installing Erosion, Sedimentation and Pollution Control Practices. Contractor shall have all utilities field located before EDITION). 5 _Barrow Grove Lo -
PART IV E ROS | O N S E D | M E NTATl O N AN D POLLUTl O N CO NTRO L PLAN S proceeding with any work. (Bf) Buffer Zone - A strip of undisturbed, original vegetation; enhanced or restored existing vegetation; or re-establishment of vegetation surrounding disturbed areas or bordering streams, ponds, Y SR SpERsannt Professional Seal
: wetlands, lakes, or coastal water to provide a buffer zone for one or more of the following purposes: reduce storm runoff velocities, act as visual screen, reduce construction noise, improve U TN WA
5. Contractor shall notify design professional 48 hours before beginning each phase of construction. aesthetics on disturbed land, filtering and infiltrating runoff, cooling rivers/streams by creating shade, provide food and cover for wildlife, flood protection, or protect channel banks from scour and at]
NON-EXEMPT ACTIVITIES SHALL NOT BE CONDUCTED WITHIN THE 25 OR 50 FOOT UNDISTURBED STREAM BUFFERS AS MEASURED FROM THE POINT OF WRESTED 6. C hall notifv CITY OF MADISON | 2uh before beinni h o f . erosion.
VEGETATION OR WITHIN 25 FEET OF THE COASTAL MARSHLAND BUFFER AS MEASURED FROM THE JURISDICTIONAL DETERMINATION LINE WITHOUT FIRST . Contractor shall notify inspectors 24 hours before beginning each phase of construction. Ds1) Disturbed Area Stabilization (with Mulching omP/)- Applying plant residues or other suitable materials, produced on site if possible, to the sail surface in order to reduce runoff, conserve 8 LN
ACQUIRING THE NECESSARY VARIANCES AND PERMITS. ) ) ) . . . ) moisture, prevent surface compaction or crusting, control undesirable vegetation, modify soil temperature, or increase biological activity in the soil. This practice is applicable where stabilizing n £Io:=ht \
7. Construction debris and/or waste shall not be buried or burned on site. All construction debris and/or waste shall be taken to a state approved landfill. disturbed/denuded areas is noF practical utilizing seeding or planting. B
NPDES PERMIT PART IV. 8. Allbuffers and tree save areas shall be clearly identified by flagging and/or fencing prior to commencement of any land disturbance activities. (DSZ) Disturbed Area Stabilization (with Temporary Seeding)- Establishing temporary vegetative cover with fast growing seedlings for seasonal protection on disturbed/denuded areas in order B Shephergis LayRiCare .\ Remembrance Wild Wind Kennels
(I). EXCEPT AS PROVIDED IN PART IV (IIl), BELOW, NO CONSTRUCTION ACTIVITIES SHALL BE CONDUCTED WITHIN A 25 FOOT BUFFER ALONG THE BANKS OF ALL to reduce rltltnof{ and Sedlme?t fliar?.age OfTﬂownstfﬁam. resources, pfrotect %he soil Sug]ace fforplerosm Imtprovetwtl.l life habitat, Itr)np.fovte”a%stnetlﬁsy improve ngh, Ipfgtra.ttlﬁn and aefattlon as well a AN
STATE WATERS, AS MEASURED HORIZONTALLY FROM THE POINT WHERE VEGETATION HAS BEEN WRESTED BY NORMAL STREAM FLOW OR WAVE ACTION, 9. The installation of erosion and sedimentation control measures and practices shall occur prior to or concurrent with land disturbing activities and construction on the site and e ool S e s st P e o 1S appicable for Up fo Six Monins or untll permanent vegetalive cover can be nstalled. 1 Snould be coordinaled with permanent measures o
EXCEPT WHERE THE DIRECTOR HAS DETERMINED TO ALLOW A VARIANCE THAT IS AT LEAST AS PROTECTIVE OF NATURAL RESOURCES AND THE ENVIRONMENT shall be maintained until permanent ground cover is established to 90%. ' Gooal
IN ACCORDANCE WITH THE PROVISIONS OF 0.C.G.A. 12-7-6, OR WHERE A DRAINAGE STRUCTURE OR A ROADWAY DRAINAGE STRUCTURE MUST BE (DS3) Disturbed Area Stabilization (with Permanent Vegetation)- Planting of perennial vegetation such as trees, shrubs, vines, or legumes on exposed areas for final permanent stabilization in R S . A ) Sugar Creek Manpa)
CONSTRUCTED, PROVIDED THAT ADEQUATE EROSION CONTROL MEASURES ARE INCORPORATED IN THE PROJECT PLANS AND SPECIFICATIONS AND ARE 10.  Allinitial phase Erosion, Sedimentation and Pollution Control best management practices shall be installed prior to any grading. order to #}rotect the soil surface from erosion, reduce damage from sediment and runoff to downstream areas, improve wildlife habitat and visual resources, and improve aesthetics. It will apply on B RSSO B e e B i o 21
IMPLEMENTED, OR ALONG ANY EPHEMERAL STREAM, OR WHERE BULKHEADS AND SEWALLS MUST BE CONSTRUCTED TO PREVENT THE EROSION OF THE cut and fill slopes, earth spillways, borrow areas, spoil areas and severely eroded or gullied lands. G PS COORDINATES
SHORELINE ON LAKE OCONEE AND LAKE SINCLAIR. THE BUFFER SHALL NOT APPLY TO THE FOLLOWING ACTIVITIES PROVIDED THAT ADEQUATE EROSION 11. All Erosion, Sedimentation and Pollution Control best management practices shall be inspected and repaired of damage daily. Any accumulated silt shall be removed and Ds4) bisturbed Area Stabilization (with Sodding)- Establishing an immediate and . " ; P .
X A . ; ! - permanent vegetative cover using sods in order to reduce runoff and erosion, improve aesthetics and land
CONTROL MEASURES ARE INCORPORATED INTO THE PROJECT PLANS AND SPECIFICATIONS AND ARE IMPLEMENTED: spread on site and controlled with temporary mulching and/or grassing. \(Italue' r?gdgce ?ulst anld S?dimengsz sta(bilize"wat%rv%;ysh Snd" %riticg\fltareaS, filter sediments, nutrients:qreduce downstrea?n complaints, reduce likelihood of legal action, reduce likelihood of work N 33033l 5 5 5 5n W 8302 8'1 2 . 7 8"
stoppage due to legal action, and increase "good neighbor" benefits. ; .
1. PUBLIC DRINKING WATER SYSTEM RESERVOIRS 12 Erosion, Sedimentation, and Pollution Control best management pracices shall be maintained at all times. ADDITIONAL EROSION AND SEDIMENTATION CONTROL PPag gaect goocineg . o o _ NOT TO SCALE N 33.565957 W -83.469862 Project Information
2. STREAM CROSSINGS FOR WATER LINES AND SEWER LINES, PROVIDED THE STREAM CROSSINGS OCCUR AT AN ANGLE, AS MEASURED FROM THE POINT OF MEASURES SHALL BE INSTALLED IF DEEMED NECESSARY BY ON-SITE INSPECTION OR AS REQUIRED BY ENGINEER OR LOCAL JURISDICTION INSPECTOR. (DU) Dust Control on Disturbed Areas- Controlling surface and air movement of dust on construction sites, roads, and demolition sites in order to prevent surface and air movement of dust from
CROSSING, WITHIN 25 DEGREES OF PERPENDICULAR TO THE STREAM AND CAUSE A WIDTH OF DISTURBANCE OF NOT MORE THAN 50 FEET WITHIN THE expobsed so&l _surl'fadces, rﬂuce the presence of airborne sub(jsrt]anpes wh|chhmay ble har_mflljl or InJL%I’IOl..lS.tO hur_r|1an Qealth, welfare, okr) safety, olq to anl:nals %r plant “feﬁf Methods and materials which RFP 2027-3500-01
BUFFER, AND NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED AREAS WITHIN THE BUFFER; 13. Maintenance of all soil erosion and sedimentation control measures and practices whether temporary or permanent shall be the responsibility of the contractor. can be used include mulches, vegetative cover, spray-on adhesives, mechanical manipulation of existing soil surfaces, irrigation, barriers, chemicals, and stone surface covers. ]
3. STREAM CROSSINGS FRO ANY UTILITY LINES OF ANY ELECTRIC MEMBERSHIP CORPORATION OR MUNICIPAL ELECTRICAL SYSTEM OR ANY PUBLIC UTILITY , " , , _ . (FI-Co) Fioceulants and Coagulants- Formulated to assist in the solid/liquid separation of suspended particles (which are characteristically very small) in solution. The suspended stability of PRIMARY PERMITTEE CONTACT INFORMATION:
UNDER THE REGULATORY JURISDICTION OF THE PUBLIC SERVICE COMMISSION, ANY UTILITY UNDER THE REGULATORY JURISDICTION OF TH FEDERAL 14.  Any discrepancy within these plans shall be referred to the design professional by the contractor for clarification before proceeding with work. such particles (colloidal complex) is due to both their small size and the electrical charge between particles.
ENERGY REGULATORY COMMISSION, ANY CABLE TELEVISION SYSTEM AS DEFINED IN CODE SECTION 36-18-1, OR ANY AGENCY OR INSTRUMENTALITY OF o ) ) ) . . o ) .
THE UNITED STATES ENGAGED IN THE GENERATION, TRANSMISSION, OR DISTRIBUTION OF POWER, PROVIDED THAT: (A) THE STREAM CROSSINGS OCCUR 15, Sediment storage maintenance indicators must be installed in sediment storage structures, indicating the 1/3 full volume. (Sb) Streambank Stabilization (Using Permanent Vegetation)- Using native plant materials to maintain and enhance streambanks, or to prevent, or restore and repair small streambank erosion CITY OF MADISON B
AT AN ANGLE, AS MEASURED FROM THE POINT OF CROSSING, WITHIN 25 DEGREES OF PERPENDICULAR TO THE STREAM AND CAUSE A WIDTH OF prohblems I? order to lessen the |rgp|>act of rain dll‘rtQCﬂy on tthetSOIL trap sediment from adjacent land, form a root mat to stabilize and reinforce the soil on the streambank, provide wildlife habitat, TBD
DISTURBANCE OF NOT MORE THAN 50 FEET WITHIN THE BUFFER, (B) NATIVE RAPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED 16.  Contractor shall provide temporary diversion berms and down drains on fill slopes to prevent erosion prior to stabilization. enhance siream appearance, and lower summerlime water (emps. PO BOX 32
AREAS WITHIN THE BUFFER AND (C) THE ENTITY IS NO A SECONDARY PERMITTEE FOR A PROJECT WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS (Ss) Slope Stabilization- A protective covering used to prevent erosion and establish vegetation on steep slopes, shore lines, or channels in order to stabilize the soil and act as a rain drop MADISON, GA 30650
PREMIT. 17. Contractor shall remove accumulated sediment from detention basin at end of construction when all disturbed areas have been fully stabilized. impact dissipater while providing a microclimate which protects young vegetation and promotes its establishment. TBD
4. BUFFER CROSSINGS FOR FENCES, PROVIDED THAT THE CROSSINGS OCCUR AT AN ANGLE, AS MEASURED FROM THE POINT OF CROSSING, WITHIN 25 T o ) ) ) ) ) ) ) " . TBD
DEGREES OF PERPENDICULAR TO THE STREAM AND CAUSE A WIDTH OF DISTURBANCE OF NOT MORE THAN 50 FEET WITHIN THE BUFFER, AND NATIVE ( aC) Tackifiers- Substances used to anchor soil, compost, seed, straw, hay or mulch by causing organic material to bind together and discourage it from drifting downslope. Tackifiers also
: . conserve moisture; prevent surface compaction, increase soil infiltration, soil fertility, enhanced seed germination, increased solil cohesion, enhanced soil stabilization, reduced stormwater runoff
RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE AREAS WITHIN THE BUFFER; turbidity and reduction in loss of topsoil
5. STREAM CROSSINGS FOR AERIAL UTILITY LINES, PROVIDED THAT (A) THE NEW UTILITY LINE RIGHT-OF-WAY WIDTH DOES NOT EXCEED 100 LINEAR FEET, (B) y '
UTILITY LINES ARE ROUTED AND CONSTRUCTED SO AS TO MINIMIZE THE NUMBER OF STREAM CROSSINGS AND DISTURBANCE TO THE BUFFER, (C) ONLY
TREES AND TREE DEBRIS ARE REMOVED FROM WITHIN THE BUFFER RESULTING IN ONLY MINOR SOIL EROSION (LE. DISTURBANCE OF UNDERLYING REVISIONS SHOWN ON ES&PC PLAN:
VEGETATION IS MINIMIZED), AND (D) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED AREAS WITHIN THE BUFFER. THE PLAN STRUCTURAL PRACTICES:
SHALL INCLUDE A DESCRIPTION OF THE STREAM CROSSINGS WITH DETAILS OF THE BUFFER DISTURBANCE INCLUDING AREA AND LENGTH OF BUFFER o : P : ; e ; MEASU RES INSTALLED DURING CONSTRUCTION PROCESS TO
Amendments/revisions to the ES&PC Plan which have a significant effect on BMPs with a hydraulic component must be certified by the design
DISTURBANCE, ESTIMATED LENGTH OF TIME OF BUFFER DISTURBANCE, AND JUSTIFICATION. fessional ALL STRUCTURAL PRACTICES SHALL BE IMPLEMENTED AS STATED IN THE MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORGIA (LATEST EDITION).
6. RIGHT-OF-WAY POSTS, GUY WIRES, ANCHORS, SURVEY MARKERS, AND THE REPLACEMENT OR MAINTENANCE OF EXISTING UTILITY STRUCTURES WITHIN professional. (Cd) Gheck Dam- Al oo orade contral sructure. o ruod o or drainace dich hich drains e 5 s (ot 10 be used i a ve sream | CONTROL POLLUTANTS IN STORM WATER THAT MAY REMAIN AFTER Z
THE CURRENT RIGHT-OF-WAY UNDERTAKEN OR FINANCE IN WHOLE OR IN PART BY THE DEPARTMENT OF TRANSPORTATION, THE GEORGIA HIGHWAY order% o erosion b sloa Ty G o tod siorm walor flowa > Cied cross a swal or rainage ciich which crains five (6) acres or less (not to be used in a live stream) in
AUTHORITY OR STATE ROAD AND TOLLWAY AUTHORITY OR UNDERTAKEN BY ANY COUNTY MUNICIPALITY, PROVIDED THAT (A) THE AREA OF LAND ] y siowing y ' CONSTRUCTION IS COMPLETE.: O
DISTURBANCE DOES NOT EXCEED 100 SQUARE FEET PER STRUCTURE, (B) THE AREA OF BUFFER VEGETATION TO BE CUT (NOT GRUBBED) DOES NOT INTE N D E D LAN D DISTU RBAN C E CONSTRU CTI O N ACTIVITY S EQU E N C E . (Ch Channel Stabilization- Improving, constructing or stabilizing an open channel for water conveyance. Open channels are to be non-erosive, with no sediment deposition and able to =
EXCEED 1,000 SQUARE FEET PER STRUCTURE, (C) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE AREAS OR DISTURBED AREAS WITHIN — — - provide adequate capacity for flood water, drainage, other water management practices, or any combination thereof. 1.FI-Co 4. Tac 7. Lv 9. St — -_—
THE BUFFER AND (D) THE ENTITY IS NOT A SECONDARY PERMITTEE FOR A PROJECT LOCATED WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS Initial Phase: 15. Install utilities (water and septic/sewer) I " , - o ' . ' , , 2.Sb 5.Ch 8. Rd o
PERMIT: T Preconsiuction meeting with CITY OF MADISON 16. 16. Grass / mulch / flocculent / coagulant disturbed areas and install (CO) Construction Exit- A stone stabilized pad located where traffic leaves a construction site to a public right-of-way, street, alley, sidewalk, parking, etc. (i.e. bare soil to paved area) in order 3 Ds3. Dsé 6 Di ' I— D
7. RIGHT-OF-WAY POSTS, GUY-WIRES, ANCHORS, SURVEY MARKERS, AND THE REPLACEMENT OR MAINTENANCE OF EXISTING UTILITY STRUCTURES WITHIN 2. Perform inital monitoring intermediate BMPs to reducefeliminate depositing construction area mud onto public rights-ofiay by motor vehicles or by runof. o ' ot
QE(E; SHART%EFR(TJEIF%QE]?:%\(I)V% 'E:B\_(l_ ﬁg\; EEE%T?E% ME“EA%%R@HFES?SEPENR?E'%H %RU%%IEL({:%\EL EE(EB%TLF:JTCS\F% f}gg@g |8$ISNYOT:UT?-ILIIECFEE”EQXL%’\II\J[I)E%% '\I;HE 5 Install construction exit 1; IGnstaII ?ABItrrl]n/Jgghoult rc;a/dway ulp to é’-efigﬁaéed line Sl (thr'P (}tgnstructign rteoad S;gbilizfatiog- Rota(]és, parkitng areas, ade ott(]jer on-site trans;()jortationbroutes tthat are astabilifzed with coarse gggéegat% betweden th? tLrPebof ini}ial grading and final < O
, o ; i one fi . Grass / mulch / flocculent / coagulant disturbed areas and insta stabilization in order to provide a fixed route for construction traffic, reduce erosion, reduce subsequent re-grading of permanent roadbeds, and provide a stable base for paving.
REGULATORY COMMISSION , ANY CABLE TELEVISION SYSTEM AS DEFINED IN CODE SECTION 36-18-1, OR ANY AGENCY OR INSTUMENTALITY OF THE UNITED & stallinfla sit fence (perimeter st fence locallons frst) intermediate BMPs D . o e . I - POSSIBLE POLLUTANT SOURCES FOR THIS PROJECT: I— <C
D B T G A O O LT O O P AT ) THE AREA O AN DR N DOES NOT 6. Insall opsai loaton i fence. 19. Insall curb & gutter (D) Sream Divern Chal A tamporry hanieb et s a1 toar and o ok e . e poectin ssambec()fom sfosion, T dhersion s e shen o L
EXCEED 100 SQUARE FEET PER STRUCTURE, (B) THE AREA OF BUFFER VEGETATION TO BE CUT (NOT GRUBBED) DOES NOT EXCEED 1,000 SQUARE FEET 7 Begin clgarin rubbing. tonsoiing. and arading operations within limits of 20. Grass / mulch / flocculent / coagulant disturbed areas and install the approach areas and by the wor L e sttaambed and barks. o reduently P P y Sediment Loss, Construction Debris, Petroleum Products, Concrete Products, Epoxies and Grouts, Fertilizers (Overuse), Tac applications (Overuse), Paint Products, Asphalt Products. Contractor )
PER STRUCTURE, (C) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED AREAS WITHIN THE BUFFER AND (D) THE ENTITY IS - oegin g, grubbing, 'op g, and gracing op : - intermediate BMPs shall maintain a clean working environment at all times and reduce and contain the pollution generated by these and other pollutants that are to be utilized for the construction of this project =
. detention ponds & install construction road Install appropriate vegetative and (D|) A ; o o . ' 9 ) ! . 9 Y Ject.
NOT A SECONDARY PERMITTEE FOR A PROJECT LOCATED WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS PERMIT; AND o . . 21. Install pavement | Diversion- An earth channel with a compacted supporting ridge on the lower side; constructed above, across, or below a slope to reduce slope lengths, break-up concentrations of runoff, Contractor shall follow all local, state, and federal laws in handling all polluting products. <C
8. MAINTENANCE (EXCLUDING DREDGING), REPAIR AND/OR UPGRADE OF SOIL AND WATER CONSERVATION DISTRICT WATERSHED DAMS WHEN UNDER THE structural BMP's (inlet / outlet protection, flocculants / coagulants, mulching / o - - interCept runoff, and move water to stable outlets at non-erosive velocities.
) 22. Finish grade shoulders and stabilize disturbed areas with permanent 2
TECHNICAL SUPERVISION OF USDA NATURAL RESOURCES CONSERVATION SERVICE. grassing, etc.) tation Dn1 . . . ' . ) [Mh)
8. Install wheel wash and fuel storage location (if necessary) ” éegel atio v flocculent | icat i y ) ( I hn ) Temporiary Downdrain %tnflctur_e- AherX|bIeb|qorr]1dU|t of Peavy-duty plas?]c Oli otherFrlnat%?aIduseddas. a temporary stéucture It10 convey storm wate&'_down |the face of a cut"ogj fill slope =
(Il). NO CONSTRUCTION ACTIVITIES SHALL BE CONDUCTED WITHIN A 50 FOOT BUFFER, AS MEASURED HORIZONTALLY FROM THE POINT WHERE VEGETATION HAS 9. Coordinate Site Review Meeting with Engineer and/or Local Issuing - Contiue 10 apply Tocclent caagulant applications, muching, and grassing without causing slope erosion and allowing the establishment of vegetation on the slope. Flexible downdrains are removed once the permanent water disposal system is installed. NON-STORM WATER DISCHARGES ALLOWED UNDER PERMIT: m - o
BEEN WRESTED BY NORMAL STREAM FLOW OR WAVE ACTION, ALONG THE BANKS OF ANY STATE WATERS CLASSIFIED AS "TROUT STREAMS" EXCEPT WHEN Authority P P (Dn2) Permanent Downdrain Structure- A permanent paved chute, pipe or sectional conduit of prefabricated material designed to safely conduct surface runoff from the top to the bottom of a m 8 Ll
APPROVAL IS GRANTED BY THE DIRECTOR FOR ALTERNATE BUFFER REQUIREMENTS IN ACCORDANCE WIT THE PROVISIONS OF 0.C.G.A. 12-7-6, OR WHERE A . Final Phase: slope thus minimizing erosion. Downdrain structures are to be used where concentrated water will cause excessive erosion of cut and fill Slopes. 1. Fire fighting activities 5. Air conditioning condensation — —
ROADWAY DRAINAGE STRUCTURE MUST BE CONSTRUCTED; PROVIDED, HOWEVER, THAT SMALL SPRINGS AND STREAMS CLASSIFIED AS "TROUT STEAMS" WHICH Intermediate Phase: — ) L ) ) Fr) ki ) . ) o i o ) » 9 Fire hgdrargt flushin 6. Sorinas 9 = © =
DISCHARGE AN AVERAGE ANNUAL FLOW OF 25 GALLONS PER MINUTE OR LESS SHALL HAVE A 25 FOOT BUFFER OR THEY MAY BE PIPED, AT THE DISCRETION OF T Tnstall storm pipe systems with protected inlets (Sd2's) 1. Throughout land disturbance process, maintain existing BMP's (vegetative ( r) FIfIte]r Ring- AhtempOfary stone balrrler'used in conjunction with ott}er S(aldlment cr?ntr.ol measures and constructed at storm drain inlets and po'rl]'d O}Jtletsf, ;:\ order to reduce flow velocities, 3 Potab%le e sourges ncludin > Uﬁcogtained Ground Water I I = o =
THE PERMITTEE, PURSUANT TO THE TERMS OF A RULE PROVIDING FOR A GENERAL VARIANCE PROMULGATED BY THE BOARD OF NATURAL RESOURCES 2. Throughout land disturbance process, maintain existing BMP's (Vegetative and structural prac“ces) prevent failure of other sediment control devices, and prevent sediment from leaving the site or entering drainage systems, prior to permanent stabilization of the disturbed areas. . C _ g . ! ! ! . . . o —
. ) ; i - ) ) ) ) ) . L i . water line flushing 8. Foundation or footing drains where flows are not contaminated with process materials or pollutants. = —
INCLUDING NOTIFICATION OF SUCH TO EPD AND THE LOCAL ISSUING AUTHORITY OF THE LOCATION AND EXTENT OF PIPING AND PRESCRIBED METHODOLOGY and Structural Practices) 2. Throu_ghout land disturbance process, continue NPDES monitoring and (Ga) Gabion- Large, multi-celled, wire mesh boxes, filled with rocks, which form flexible monolithic building blocks used in channel revetments, retaining walls, abutments, check dams, etc. to 4. Imigation drainage Z <E —
FOR MINIMIZING THE IMPACT OF SUCH PIPING AND FOR MEASURING THE VOLUME OF WATER DISCHARGED BY THE STREAM. ANY SUCH PIPE MUST STOP SHORT 3 Thl'OUghOUt land disturbance process, continue NPDES monitoring and reporting i . prevent erosion and sediment damage toa SpeCiﬁC structure. When propeﬂy wired togetherY they can be used to stabilize steep or h|gh|y erosive 3|opes' (D (D
OF THE DOWNSTREAM PERMITTEE'S PROPERTY, AND THE PERMITTEE MUST COMPLY WITH THE BUFFER REQUIREMENT FOR ANY ADJAGENT TROUT STREAMS. reporting ’ 3. Complete paving operations G _— - - 0 - oy Each of these discharges shall be treated for storm water pollutants in BMPs applied on the site. Discharge from each of these shall be routed to a temporary sediment basin within the same C <C —
THE BUFFER SHALL NOT APPLY TO THE FOLLOWING ACTIVITIES PROVIDED THAT ADEQUATE EROSION CONTROL MEASURES ARE INCORPORATED INTO THE 4. Goordinate with utiity companies on wtiitv/sleeve locations 4. Achieve Final Site Stabilization ( r) Grade Stabilization Structure- Structures of concrete, rock masonry, steel, aluminum, treated wood, etc. that are installed to stabilize the grade in natural or artificial channels and to drainage area ' E -~ <E
PROJECT PLANS AND SPECIFICATIONS AND ARE IMPLEMENTED: . Een remaining clegring grubbing topsgiling ot arading operatons 5. Coordinate Site Review Meeting with Engineer and/or Local Issuing prevent the formation or advance of gullies and to reduce erosion and sediment pollution. g . = E
1. PUBLIC DRINKING WATER SYSTEM RESERVOIRS 6. Install topsoil pile at stocl;p.ile Ioca_ti’on and imn’1ediately grass/mulch and 6 éll:atggr:istixl/t lf?gr%egtlogtorm oystems (disrioto onsfts and sabize) g/ le_l})/c)itiléivgé t?)pdﬁgids?lrj-r k?e ztgrrgwafsl’osvtva%mlze;tddgvigﬁi:&rﬁct%e gtc;r&ztrzucted at zero grade across a slope where concentrated runoff may be intercepted and diverted at non-erosive sheet flow (D > 8 —
2. STREAM CROSSINGS FOR WATER LINES AND SEWER LINES, PROVIDED THE STREAM CROSSINGS OCCUR AT AN ANGLE, AS MEASURED FROM THE POINT OF install any remaining topsoil location silt fence 7 R BMP practi i ilization is achi y 9ves ' HAZARDOUS WASTES: o D (d)p)
7. Perf d diust st th arade ch d . Remove any temporary practices once site stabilization is achieved R ) ) ) ) S . . ) ) .
CROSSING, WITHIN 25 DEGREES OF PERPENDICULAR TO THE STREAM AND CAUSE A WIDTH OF DISTURBANCE OF NOT MORE THAN 50 FEET WITHIN THE . Perform remaining grading (adjust storm risers with grade change(s) an and signed off by Engineer S d) Rock Filter Dam- A permanent or temporary stone filter dam, which can be used in conjunction with a temporary sediment trap, installed across small streams, drainageways with a o i , - - o , , — <C ()
BUFFER, AND NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED AREAS WITHIN THE BUFFER: adjust all affected Sd2's) : ; ; U . o rainage area of 50 acres or less and outlets for sediment traps in order to serve as a sediment-filtering device and to reduce storm water flow velocities. This structure is not intended to All hazardous waste materials will be disposed of in the manner specified by local, state, and/or federal regulations and by the manufacturer of such products. The job site superintendent, who will
) ! » 8. Coordinate Site Review Meeting with Engineer for final site approval bstantiall d wat d US Army C fE it 1so b ible f ing that th ; followed. will i ; lin th ; Material Safety Data Sh MSDS's) f h sub ith hazard ; 2 < (6
R O R B R O D R O A UL LTy il o o oo o et any areas thatare Ty P SEAGTIBYISRRS B Y A mramesn e et s used o he 1o s Wil b6 obaine and used for (e raper mangement o polenia WaSta ol may e Fom e procucs. An MSDS il b posted 1y o Immediste roa uhere o ==
UNDER THE REGULATORY JURISDICTION OF THE PUBLIC SERVICE COMMISSION, ANY UTILITY UNDER THE REGULATORY JURISDICTION OF TH FEDERAL Inish grade or that will be Ieft bare for 7 days Re) Retaining Wall- A constructed wall of concrete, masonry, reinforced concrete, cribbing, treated timbers, gabions, stone dry wall, rip-rap or other durable material in order to stabilize cut or i i intained 1 - b i ion trailer offi
ENERGY REGULATORY COMMISSION, ANY CABLE TELEVISION SYSTEM AS DEFINED IN CODE SECTION 36-18-1, OR ANY AGENCY OR INSTRUMENTALITY OF 9. Adjust storm risers with grade change(s) and adjust all Sd2's { s|0?)es Where maximum permissible Sopes of aarth are not obtainable without the use of the wall o oo oY WL fIPTEp : o el such product is stored andor used and another copy of each MSDS will be maintained in the ESPCP file at the job site construction traler office. Each employee who must hande a substance < — —
THE UNITED STATES ENGAGED IN THE GENERATION, TRANSMISSION, OR DISTRIBUTION OF POWER, PROVIDED THAT: (A) THE STREAM CROSSINGS OCCUR 10. Each fll slope shall have a diversion at the top that is maintained and , ) o ‘ ‘ . with hazardous properties will be instructed on the use of MSDS sheets and the specific information in the applicable MSDS for the product heishe is using, particularly regarding spill control =~ =
AT AN ANGLE, AS MEASURED FROM THE POINT OF CROSSING, WITHIN 25 DEGREES OF PERPENDICULAR TO THE STREAM AND CAUSE A WIDTH OF reinstalled as the slope is constructed (Rt) Retr?ﬁttmg- A devg;e or ts'}.rlgctutrﬁ, suﬁh as half round C?rrtugatedtmeéaltplq.e OrbSImllar{ plezced n f;ont t<,>f a pegmanent storrgwateq detter}tlongond Oyﬂelt or rg.a(tiwgy dram.ag? Stru%turlf to techniques. ~ T
DISTURBANGE OF NOT MORE THAN 50 FEET WITHIN THE BUFFER, (8) NATIVE RAPARIAN VEGETATION IS RE ESTABLISHED N ANY BARE OR DISTURGED 11. Continue flocculant / coagulant applications and continue every 7 days roadway drainage 1o be used for temporary Sedment Storage, o on baein STUGHES O HRGIAN &S TEMpOraTy Seiment reenion Basins 1ar anc-ISLIbINg projecis, anc alow The contractor will implement the Spill Prevention Control Countermeasures (SPCC) Plan found within this ESPCP and will train all personnel in the proper cleanup and handiing of spilled D)
(C) THE ENTITY IS NO A SECONDARY PERMITTEE FOR A PROJECT WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS throughout project materials. No spilled hazardous materials or hazardous waste will be allowed to come in contact with the stormwater discharges. If such contact occurs, the stormwater discharge will be —_
PREMIT. 12. Install remaining storm system(s) as grades are achieved (Sd 1? Sediment Barrier- A temporary structure constructed of silt fence, straw, ha¥1 bales, brush piles, mulch berms, cmeost filter sock, gravel or other filtering materials (typically supported contained on site until appropriate measures in compliance with state and federal regulations are taken to dispose of such contaminated stormwater. It shall be the responsibility of the job site —
4. BUFFER CROSSINGS FOR FENCES, PROVIDED THAT THE CROSSINGS OCCUR AT AN ANGLE, AS MEASURED FROM THE POINT OF CROSSING, WITHIN 25 13. Immediately install each storm structure with associated Sd2's and add floc by steel or wood posts), that are used to minimize and prevent sediment carried by sheet flow from leaving the site until final stabilization. Silt fence shall not be installed across streams, superintendent to properly train all personnel in the use of the SPCC plan. I I 1
DEGREES OF PERPENDICULAR TO THE STREAM AND CAUSE A WIDTH OF DISTURBANCE OF NOT MORE THAN 50 FEET WITHIN THE BUFFER, AND NATIVE logs to each storm structure waterways, or other concentrated flow areas. —
5, EITPﬁ{AS\IﬁANC\é%GsESm(T;? %SRTAESS\[AL?THE?\E WEQNQ(F?&%EE\SQ I%ﬁi_\g\l([\l’)l—l 'Ir|'\-‘|g KEE\?/UJT,?EE‘Y LINE RIGHT-OF-WAY WIDTH DOES NOT EXCEED 100 LINEAR FEET, (B) 14. Grass/ mulcfg‘\ﬂﬂgcculent I coagulant disturbed areas and install (Sd2) inlet sediment Trap- A temporary protective device formed at or around a storm drain inlet to trap sediment in runoff water from small, disturbed areas and prevent sediment from O —
UTILITY LINES ARE ROUTED AND CONSTRUCTED SO AS TO MINIMIZE THE NUMBER OF STREAM CROSSINGS AND DISTURBANCE TO THE BUFFER, (C) ONLY intermediate S entering a storm drainage system prior to permanent stabilization of the disturbed area draining to the inlet. Clean out of these facilities is normally required after each heavy rainfall. SAN ITARY WASTES: (D
TREES AND TREE DEBRIS ARE REMOVED FROM WITHIN THE BUFFER RESULTING IN ONLY MINOR SOIL EROSION (I.E. DISTURBANCE OF UNDERLYING (Sd?)(? Temporary Sediment Basin- A basin created by construction of an embankment, barrier or dam containing a principal spillway pipe and an emergency spillway that are normally N . o . - - - ] B . =
VEGETATION IS MINIMIZED), AND (D) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED AREAS WITHIN THE BUFFER. THE PLAN situated within natural drainageways and at the lowest point on a construction site. Structure size will vary depending on the size of the drainage area, solil type, volume of sediments to be A minimum of one portable sanitary unit will be provided for every ten (10) workers on the site. All sanitary waste will be collected from the portable units a minimum of one time per week by a >— =—
SHALL INCLUDE A DESCRIPTION OF THE STREAM CROSSINGS WITH DETAILS OF THE BUFFER DISTURBANCE INCLUDING AREA AND LENGTH OF BUFFER C ON C RETE W AS H OUT' tarre]lg;t)?adp, geggif%leﬁtaggm(gzbg}rblfgtgrrggcigt:)orgéstt% ;%Eggrh%rzﬂtl r?sgggfnn}) ngsg:tsiee;re designed to fit into the overall plan of the completed development. Sd3's are designed to detain runoff waters licensed portable facility provider in complete compliance with local and state regulations. =
DISTURBANCE, ESTIMATED LENGTH OF TIME OF BUFFER DISTURBANCE, AND JUSTIFICATION. . : . - : y . : B y : ‘ :
6. RIGHT-OF-WAY POSTS, GUY WIRES, ANCHORS, SURVEY MARKERS, AND THE REPLACEMENT OR MAINTENANCE OF EXISTING UTILITY STRUCTURES WITHIN Contractor shall install a concrete washdown. This area is only for the washdown of items such s tools, concrete mixer chutes, hoppers and the rear of the vehicles. S04) Temporary Sediment Trap- A small temporary pond (wih o pipe of fiser) that crains a cisurbed area so that sediment can setlle out. S4' are designed fo colect and store sediment Al sanitary waste units wll be located in one area where Ihe likeinood of the unit contributing storm water discharge is negiigile. Additional containment BMP' must be implemented, such as I_ @)
THE CURRENT RIGHT-OF-WAY UNDERTAKEN OR FINANCE IN WHOLE OR IN PART BY THE DEPARTMENT OF TRANSPORTATION, THE GEORGIA HIGHWAY WASHOUT OF THE DRUM AT THE CONSTRUCTION SITE IS PROHIBITED. kom srhall tributary areas with no unusual drainage features that have been cleared and/or graded for construction ' O E8oG Pl b e o ator oroe tre locaiors Fave. boan detarinad T waetes 1o Gorbuing fo sori waer clschiarges. The lacalion of sanfiary rasia tints Must b idenitied on — N
: n b the contractor once the locations have been determined.
AUTHORITY OR STATE ROAD AND TOLLWAY AUTHORITY OR UNDERTAKEN BY ANY COUNTY MUNICIPALITY, PROVIDED THAT (A) THE AREA OF LAND ) . ) . . . ) ) € a
DISTURBANCE DOES NOT EXCEED 100 SQUARE FEET PER STRUCTURE, (B) THE AREA OF BUFFER VEGETATION TO BE CUT (NOT GRUBBED) DOES NOT (Sk) Floating Surface Skimmer- A buoyant device that drains surface water of sediment ponds, traps or basins and releases it at a controlled rate of flow. It “skims” the water surface where Sanitary sewer will be provided by Municipal Authority/Septic System at the completion of this Project.
EXCEED 1,000 SQUARE FEET PER STRUCTURE, (C) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE AREAS OR DISTURBED AREAS WITHIN WASTE DIS POSAL SAN ITARY S EWE R S E PTIC TAN K REG U LATIONS sediment concentrations are at a minimum instead of draining from the bottom where sediment concentrations are higher, and drains to a riser or the backside of a dam.
;EE,\%FFER AND (D) THE ENTITY IS NOT A SECONDARY PERMITTEE FOR A PROJECT LOCATED WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS 2 2 t(Sth) Seﬁp |BerngA Iinte?r conr:rol gevice"cor]structecllI as atl divertsion (perp?ndriﬁule(n’[ to I-}he ?irectiofrlw of ttge runo&‘[) to ?nt:ance dissipation and infiltration of runoff while using intermediate dikes
7. RIGHT-OF-WAY POSTS, GUY-WIRES, ANCHORS, SURVEY MARKERS, AND THE REPLACEMENT OR MAINTENANCE OF EXISTING UTILITY STRUCTURES WITHIN (ES&PC PLAN COMPLIANC E) . 0 cfeate multiple sedimentation chambers allowing smaller storms {0 seep out while diverting farger flows o a sediment storage area. SPILL CLEANUP AND CONTROL PRACTICES:
THE CURRENT RIGHT-OF-WAY BY ANY ELECTRIC MEMBERSHIP CORPORATION OR MUNICIPAL ELECTRICAL SYSTEM OR ANY PUBLIC UTILITY UNDER THE Sr) Temporary Stream Crossing- A temporary structure installed across a flowing stream or watercourse for use by construction eﬂuipment without moving sediment into streams, damaging ) ) ) ) ) ) ) )
REGULATORY JURISDICTION OF THE PUBLIC SERVICE COMMISSION, ANY UTILITY UNDER THE REGULATORY JURISDICTION OF THE FEDERAL ENERGY Construction Debris shall be recycled to the extent deemed practical by Owner/Contractor. All waste generated from the development of this site,including but not limited to, e streambed or channel, or causing flooding. The structure may consist of a pipe, bridge, or other suitable device permitting vehicular traffic to cross streams or watercourses. Local, state and manufacturer's recommended methods for spill clean up will be clearly posted and procedures will be made available to site personnel. Material and equipment necessary for spill
REGULATORY COMMISSION , ANY CABLE TELEVISION SYSTEM AS DEFINED IN CODE SECTION 36-18-1, OR ANY AGENCY OR INSTUMENTALITY OF THE UNITED solid waste, liquid waste, chemical waste, construction waste, sanitary sewer discharge, septic tank and septic systems waste, shall be collected and disposed of in a manner (St) . ) ) . . ) ) ) cleanup will be kept in the material storage areas. Typical materials and equipment includes, but is not limited to, brooms, dustpans, mops, rags, gloves, goggles, cat litter, sand, sawdust and
STATED ENGAGED IN THE GENERATION, TRANSMISSION OR DISTRIBUTION OF POWER, PROVIDED THAT (A) THE AREA OF LAND DISTURBANCE DOES NOT that follows all local, state, and federal laws and regulations for collection and disposal of each type of waste. All required signage, notification, documentation, and training of outIetssg%rgntc?rargvgr%tlgrto':s’irg;ef(;g?nn};g\n%g\é?g&sfng section of rip-rap channel placed at the outlet of a storm drain system in order to reduce the velocity of water flows below storm drain properly labeled plastic and metal waste containers. Spill prevention practices and procedures will be reviewed after a spill and adjusted as necessary to prevent future spills. Al spills will be
EXCEED 100 SQUARE FEET PER STRUCTURE, (B) THE AREA OF BUFFER VEGETATION TO BE CUT (NOT GRUBBED) DOES NOT EXCEED 1,000 SQUARE FEET personnel on correct handling of waste shall be done in a manner that follows all local, state, and federal laws and regulations. Owner/Contractor is responsible for obtaining the S ' P : ,(illegnedl L:?p |mmed|a(t;ely upc()n 'gés;:oyﬁzgy. Al SplllSdWIHI tr)]_e rgmrted as r$%t35e32t2/é%%z:12|, séate ar}lld fe]geral relz(gulatlons. For shplllil g]gt |r_r|1|p€ct surfacedwapahr_ (I%ivr? a shee? gg Osirzficsegvggte;:), the |
PER STRUCTURE, (C) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED AREAS WITHIN THE BUFFER AND (D) THE ENTITY IS services (and facilities) of a licensed Waste Management Company in the state of Georgia to adequately and safely handle waste collection and disposal. Solid materials, ( u) Surface Roughenin?- Providing a rough soil surface with horizontal depressions created by operating a tillage or other suitable implement on the contour, or by having slopes in a ational Response Center will be contacted within 24 hours at 1-800-424-8802.  For spills of an unknown amount, the NRC will be contacted within 24 hours at 1-800-424-8802. For spills
NOT A SECONDARY PERMITTEE FOR A PROJECT LOCATED WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS PERMIT; AND including building materials, shall not be discharged to waters of the State, except as authorized by a Section 404 permit. roughihead condition by nof fine-grading them, in order to aid in establishment of vegetative cover with seed, to reduce runoff velocity and increase infiltration and to reduce erosion and provide greater than 25 gallons and no surface water impacts, the Georgia EPD will be contacted within 24 hours. For spills less than 25 gallons and no surface water impacts, the spill will be cleaned up
8. MAINTENANCE (EXCLUDING DREDGING), REPAIR AND/OR UPGRADE OF SOIL AND WATER CONSERVATION DISTRICT WATERSHED DAMS WHEN UNDER THE for sediment trapping. and Iog_al agfencgs will be cc;fntacted as .requ|r?d. The con:]ractor shqltl not|fyttherl|cen6s6%d prl(l)fessm%r;]al whot pretparelcliI this glan |f”more thz:n 1,320t gallonstof p()jetroleum is stored or}sne (this mgllédes D
TECHNICAL SUPERVISION OF USDA NATURAL RESOURCES CONSERVATION SERVICE. (T(t)) I'Iéu,\r/lbr‘i,dityt(t)hurtaint- A flogting é)rltstaﬁedb%atrrier instfalleg ;Nitt?]in the watt%r inﬂ?rdgr todminimizettudrli»)idiﬁf| and tSIH |I1igrationhfrtcrn1mt work ocgu&ringﬂwilthin dthe watterfot[] asa tsupplflament to p?rimeter fﬁﬁ%éﬁz:d ?)(rqgflgg?;rpalo rifany one piece of equipment has capacity greater than gallons. The contractor will need a spill prevention containment and countermeasures plan prepared by
(I}, EXCEPT AS PROVIDED IN PART IV (IV) BELOW, NO CONSTRUCTION ACTIVITY SHALL BE CONDUCTED WITHIN A 25 FOOT BUFFER ALONG COASTAL BMP'S FOR PETROLEUM SPILLS AND LEAKS: Control BMPs at the water's edge. Sit or turbidit is confined to the area within the boundary created by the installation, such that suspended partiles drop out of the water column over time . R o .
T " . . . - N . . ' L . . . . All pollutants from waste disposal practices, soil additives, remediation of spills and leaks of petroleum products, concrete truck washout, etc., should any of these occur, will be controlled by the
MARSHLANDS, AS MEASURED HORIZONTALLY FROM THE COASTAL MARSHLAND-UPLAND INTERFACE, AS DETERMINED IN ACCORDANCE WITH PART 4 OF ARTICLE ( p? Topsonm%- Stripping off the more fertile top soil, storing it, then spreading it over the disturbed area after completion of construction activities, in order to provide a suitable soil medium for implementation of appropriate best management practices. The site will be in compliance with all applicable state and local waste disposal, sanitary sewer or septic system regulations
4 OF CHAPTER 5 OF TITLE 12, THE COASTAL MARSHLANDS PROTECTION ACT OF 1970, AND THE RULES AND REGULATIONS PROMULGATED THEREUNDER, EXCEPT 1. Fix any leaks immediately, maintain and clean equipment regularly vegetative growth on areas where other measures will not produce or maintain a desirable stand. i . -
WHERE THE DIRECTOR DETERMINES TO ALLOW A VARIANCE THAT IS AT LEAST AS PROTECTIVE OF NATURAL RESOURCES AND THE ENVIRONMENT IN 2. Designate areas for equipment maintenance and fueling that are located on level ground and away from any water sources. Wt) Vegetated Waterway or Stormwater Conveyance Channel- Outlets for diversions, terraces, berms, or other structures. They may be natural or constructed, shaped to required
ACCORDANCE WITH THE PROVISIONS OF 0.C.G.A. 12-7-6, OR WHERE OTHERWISE ALLOWED BY THE DIRECTOR PURSUANT TO CODE SECTION 12-2-8, OR WHERE 3. Park and service equipment on top of tarps to insure any spills or leaks do not get into the ground. g ) q . : y A ) : d : y ; : .
AN ALTERATION WITHIN THE BUFFER AREA HAS BEEN AUTHORIZED PURSUANT TO CODE SECTION 12-5-286, OR FOR MAINTENANCE OF ANY CURRENTLY 4. Store all fluids and containers in a leak-proof, locked container to insure safe storage. bg”};ﬁggggg& paved or vegetated for disposal of storm water runoff. For waterways to be successful, it is essential that a protecive cover of vegetation or other erosion protective measures NON-EXEMPT ACTIVITIES:
SERVICEABLE STRUCTURE, LANDSCAPING, OR HARDSCAPING, INCLUDING BRIDGES, ROADS, PARKING LOTS, GOLF COURSES, GOLF CART PATHS, RETAINING 5. Collect and remove all leftover lubricants, containers, and trash, especially tires, batteries, pieces or parts of equipment, and all fuid containers. , o " - , o DRAWING 7126
WALLS, BULKHEADS, AND PATIOS, PROVIDED THAT ADEQUATE EROSION CONTROL MEASURES ARE INCORPORATED INTO THE PROJECT PLANS AND 6. Maintain a spill-containment and clean up kit. At a minimum, a kit for petroleum products should include: Non-exempt activities shall not be conducted within the 25 or 50-foot undisturbed stream buffers as measured frpm"the point of wrested vegetation or within 25-feet of the coastal marshland buffer . .
SPECIFICATIONS AND SUCH MEASURES ARE FULLY IMPLEMENTED, OR WHERE A DRAINAGE STRUCTURE OR ROADWAY STRUCTURE IS CONSTRUCTED OR a. Aleak proof container to catch leaking fluid. as measured from the Jurisdictional Determination Line without first acquiring the necessary variances and permits. .
MAINTAINED, PROVIDED THAT ADEQUATE EROSION CONTROL MEASURES ARE INCORPORATED INTO THE PROJECT PLANS AND SPECIFICATIONS AND SUCH b. A shovel, rake, and other hand tools to create dirt berms. . .
MEASURES ARE FULLY IMPLEMENTED, OR ON THE LANDWARD SIDE OF ANY CURRENTLY SERVICEABLE SHORELINE STABILIZATION STRUCTURE, OR FOR THE c. Absorbent pads, adsorbent substances such as cat litter or oil drying agents, that will absorb fluids before soaking into ground. P RO D U CT S P EC I FIC PRACTIC ES . DRAWN BY: bBB
MAINTENANCE OF ANY MANMADE STORMWATER DETENTION BASIN, GOLF COURSE POND, OR IMPOUNDMENT THAT IS LOCATED ENTIRELY WITHIN THE PROPERTY d. Various hoses, plugs, and clamps to control a hydraulic line break. A variety of locking "vise grips" pliers can be used in emergency. . CHECKED BY:| JPB
OF A SINGLE INDIVIDUAL, PARTNERSHIP, OR CORPORATION, PROVIDED THAT ADEQUATE EROSION CONTROL MEASURES ARE INCORPORATED INTO THE PROJECT e. Large plastic bags to store any contaminated materials for disposal. All pollutants from waste disposal practices. soil additives. remediation of spills and leaks of petroleum products. concrete truck washout. etc.. should anv of these occur. shall be SOIL SERI ES (PER NRCS MAPS SOILS ARE SHOWN AS)'
PLANS AND SPECIFICATIONS AND SUCH MEASURES ARE FULLY IMPLEMENTED. THE BUFFER SHALL NOT APPLY TO THE FOLLOWING ACTIVITIES PROVIDED THAT 7. Temporary fueling areas shall be installed and operated in compliance with Georgia E.P.D. regulations. con[t)rolled by the im Iementaption OFfJa ropriate best management racticez the site shall bgin com Iignce with all aplicable state and local waste dis yosal Sanitary Sewer or septic REVISIONS
ADEQUATE EROSION CONTROL MEASURES ARE INCORPORATED INTO THE PROJECT PLANS AND SPECIFICATIONS AND ARE IMPLEMENTED: Sysiem reguiations.” pprop gement practices. P op posal, saniiary P CECIL SANDY LOAM, 2 TO 6 PERCENT SLOPES, MODERATELY ERODED R —ESCRIPTON
12- EléECi)LSIgIng\‘Eg\IISLYyI'ﬁ}F\ELSIEE;EI',\IA-IE'II'E%EAE%(EIE?NIDTH OF DISTURBANCE OF NOT MORE THAN 50 FEET WITHIN THE BUFFER CONSTRU CTION MATERIALS: Petroleum Based Products - Containers for productsf such as fuels, lubricants, and tars shall be inspected daily for leaks andfspills.S This includes onsite vehicles and machinery daily CECIL SANDY CLAY LOAM, 2 TO 6 PERCENT SLOPES, SEVERELY ERODED
. inspections and regular preventative maintenance of such equipment. Equipment maintenance areas shall be located away from State Waters, natural drains, and storm water drainage
3. ANY LAND DISTURBING ACTIVITY CONDUCTED PURSUANT TO AND IN COMPLIANCE WITH A VALID AND EFFECTIVE LAND-DISTURBING PERMIT ISSUED i i i ) . . . inleas. In addition,%empgrary fueling tanks shall have a secgndgry contai?wm%nt liner to prevent/minimize site contamination}.l Discharge of oils, fuels, and lubricants is prohibited. Prop%r CHEWACLA SILT LOAM, 0 TO 2 PERCENT SLOPES, FREQUENTLY FLOODED
SUBSEQUENT TO APRIL 22, 2014 AND PRIOR TO DECEMBER 31,2015. Contractor shall at all times have all construction materials protected from rainfall. Contractor shall utilize tarps, plastic sheeting, roof cover, disposal methods includes collection in a suitable container and disposal as required by local and State regulations.
4, ANY LOT FOR WHICH THE PRELIMINARY PLAT HAS BEEN APPROVED PRIOR TO DECEMBER 31, 2015 IF ROADWAYS, BRIDGES, OR WATER AND SEWER LINES trailers or any other method to make sure all construction material is covered at all times during construction.
HAVE BEEN EXTENDED TO SUCH LOT PRIOR TO THE EFFECTIVE DATE OF THIS ACT AND IF THE REQUIREMENT TO MAINTAIN A 25 FOOT BUFFER WOULD Paints/Finishes/Solvents - All products shall be stored in tightly sealed original containers when not in use. Excess product shall not be discharged to the storm water collection system.
CONSUME AT LEAST 18 PERCENT OF THE HIGH GROUND OF THE PLATTED LOT OTHERWISE AVAILABLE FOR DEVELOPMENT. Excess product, materials used with these products, and product containers shall be disposed of according to manufacturer's specifications and recommendations.
5. BUFFER CROSSINGS FOR FENCES, PROVIDED THAT THE CROSSINGS OCCUR AT AN ANGLE, AS MEASURED FROM THE POINT OF CROSSING, WITHIN 25
DEGREES OF PERPENDICULAR TO THE STREAM AND CAUSE A WIDTH OF DISTURBANCE OF NOT MORE THAN 50 FEET WITHIN THE BUFFER, AND NATIVE EROSION CONTROL M EASU RES TO CONTROL POLLUTANTS IN STO RM Fertilizer/Herbicides - These products shall be applied at rates that do not exceed the manufacturer's specifications or above the guidelines set forth in the crop establishment or in the © Copyright 2026 georgia civil, inc
RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE AREAS WITHIN THE BUFFER: WATER POST CONSTRU CTION . GSWCC Manual for Erosion and Sediment Control in Georgia. Any storage of these materials will be under roof in sealed containers. : Py g : . ) (L.
6. CROSSINGS FOR AERIAL UTILITY LINES, PROVIDED THAT (A) THE NEW UTILITY LINE RIGHT-OF-WAY WIDTH DOES NOT EXCEED 100 LINEAR FEET, (B) UTILITY . Building Materials - No buildi fruci terials shall be buried or di d of onsite. All such material shall be di dofi e di | d REFER TO SHEET C_1 1 FOR CONSTRUCT'ON REQU'REMENTS AND SPEC'F'CAT'ONS This document and its reproduction are the
LINES ARE ROUTED AND CONSTRUCTED SO AS TO MINIMIZE THE NUMBER OF STREAM CROSSINGS AND DISTURBANCE TO THE BUFFER, (C) ONLY TREES AND| *NOTE THE PERMITTEE IS ONLY RESPOSIBLE FOR INSTALLATION AND MAINTENANCE OF STORMWATER ullding Materials - No building or construction malerials shall be buried or disposed of onsite. All such material shall be Gisposed ot in proper waste disposal procedures. . propeéty oJ Gebol!‘grl]adCIVIL Ing..andh may not bﬁ
TREE DEBRIS ARE REMOVED FROM WITHIN THE BUFFER RESULTING IN ONLY MINOR SOIL EROSION (I.E. DISTURBANCE OF UNDERLYING VEGETATION IS . . . . reproduced, published, or used in whole or in pai
MINIMIZED), AND (D) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBEI:() AREAS WITHIN THE BUFFER. THE PLAN SHALL INCLUDE MANAGEMENT DEVISES PRIOR TO FINAL STABILIZATION OF THE SITE AND NOT THE OPERATION AND MAINTENANCE C}‘?ntcretﬁ Truck Wagr:'hng -NO Fonﬁ!'elte tru_ﬁks ?hg” b?l allo‘g‘?d todwa,Sh otUtdor dlSCharQ_g Sdugpluti'concrete or dl’UfT;]WﬁSh W?gerdonsue- C?hnC;e}F W_aShde‘{Vn of tools, Cotncre“te' m|Xer.” b without the written consent of Georgia Civil, Inc.
A DESCRIPTION OF THE STREAM CROSSINGS WITH DETAILS OF THE BUFFER DISTURBANCE INCLUDING AREA AND LENGTH OF BUFFER DISTURBANCE, OF SUCH STRUCTURES AFTER CONSTRUCTION ACTIVITIES HAVE BEEN COMPLETED. e PPers andine rear of vehicies Wil only be aflowed in & designaied area proviced forils purpose, as shown on fhe rawings. fhe fofowing best management praciices willbe CRITICAL AREAS AND ADDITIONAL MEASURES: .
ESTIMATED LENGTH OF TIME OF BUFFER DISTURBANCE, AND JUSTIFICATION. 1. RIP RAP OUTFALL/CHANNEL PROTECTION: Shall be inspected and maintained prior to final stabilization. Any dislodged stones and/or other repairs deemed . . Sheet Titl
r ?L?;H(T;U%;\évﬁqy ;%SHTTSOEWAVQ"SESE’;%EBZ{ %RS EF\I\AI,E\IYC'\EMG\T \IfVi%SLéA (N)E |T,5| EERETPEQ%“@Eg'ETPXET'\"MAE'mEg? ¥gEN%I;(E))IgTSAngNUPIlI_IIET égggggg IFéIiISWVXUHIN necessary shall be completed according to conditions set forth in GAR100001 permit. (1) Contain all wash water on soil, in a bowl shaped area created in the designated wash area to prevent the wash water from flowing from the washout area; 1. Critical Areas: 2:1 and 3:1 slopes, inlet traps, sediment basins, and storm outlets. 2. Locate and flag buffers to prevent disturbance.
é%ﬁgégﬁ&%%@g Elg-? é)D(éAgEDDE%%)Lg\(I:ﬁAé%TEE%RFILEFc{) ';-PRI\IUDCET%T@( E(EI)BFT_{@\AEEELCJ)'I\;]TE;(U'\AL;JQF'{C\I/E%LSXTT&‘O ¥Ig E[E) ETJ#EI&@TTEES&IE?DC))EBQQ?\JOT 2. WATER QUALITY BASIN: Water quality basin shall be inspected and cleaned out according to Georgia Stormwater Management Manual's recommendations to (2) Use the minimum amount of water to wash down the tools, concrete mixer chutes, hoppers and the rear of vehicles; " . . . . .
EXCEED 1,000 SQUARE FEET PER STRUCTURE, (C) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE AREAS OR DISTURBED AREAS WITHIN ensure required water quality guidelines are met. (3) Remove any concrete sediment from the area surrounding the washout area before it hardens; and Waste materials shall not be discharged to waters of the State, except as authorized by a Section 404 permit. EROSlON,
THE BUFFER AND (D) THE ENTITY IS NOT A SECONDARY PERMITTEE FOR A PROJECT LOCATED WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS
PERMIT: ) (4) Remove all concrete residue from the designated area once it has hardened. E SE D | M E NTATION AN D
8. RIGHT-OF-WAY POSTS, GUY-WIRES, ANCHORS, SURVEY MARKERS, AND THE REPLACEMENT OR MAINTENANCE OF EXISTING UTILITY STRUCTURES WITHIN NATU RE OF CONSTRU CTION ACTIVITY. )
THE CURRENT RIGHT-OF-WAY BY ANY ELECTRIC MEMBERSHIP CORPORATION OR MUNICIPAL ELECTRICAL SYSTEM OR ANY PUBLIC UTILITY UNDER THE . POLLUT'ON CONTROL
REGULATORY JURISDICTION OF THE PUBLIC SERVICE COMMISSION, ANY UTILITY UNDER THE REGULATORY JURISDICTION OF THE FEDERAL ENERGY - ; ; ; ; ; ;
REGULATORY COMMISSION , ANY CABLE TELEVISION SYSTEM AS DEFINED IN CODE SECTION 36-18-1, OR ANY AGENCY OR INSTUMENTALITY OF THE UNITED PROJECT OGN AN BLVD MADISON. GA 30650 ESTIMATE OF RUNOFF The escape of sediment from the site shall be prevented by the installation of erosion and sediment control measures NOTES
e e e e LI R AR e | e T e GOSN R oA ondpraclces pror o lend ditbig el
PER STRUCTURE, (C) NATIVE RIPARIAN VEGETATION IS RE-ESTABLISHED IN ANY BARE OR DISTURBED AREAS WITHIN THE BUFFER AND (D) THE ENTITY IS IMPROVEMENTS TO BE MADE: ;?Eflgﬁ IS TO BE CLEARED AND DEVELOPED FOR THE CONSTRUCTION OF A FIRE A%\%T . . . . .
NOT A SECONDARY PERMITTEE FOR A PROJECT LOCATED WITHIN A COMMON DEVELOPMENT OR SALE UNDER THIS PERMIT: AND e ACREAGE: STATION _ Maintenance of all soil erosion and sedimentation control
9. MAINTENANCE (EXCLUDING DREDGING), REPAIR AND/OR UPGRADE OF SOIL AND WATER CONSERVATION DISTRICT WATERSHED DAMS WHEN UNDER THE DISTURBED ACREAGE' 3.58 AC CONDITIONS: R
TECHNICAL SUPERVISION OF USDA NATURAL RESOURCES CONSERVATION SERVICE. STATE WATERS ON SITE: VES BRE CN: measures and practlces , whether tem porary or pe rmanent, shall Erosion control measures will be maintained at all times. If full implementation of the approved Plan does not provide Sheet Number
(IV). EXCEPT AS PROVIDED ABOVE, FOR BUFFERS REQUIRED PURSUANT TO PART IV. (). AND (1) AND (lll), NO CONSTRUCTION ACTIVITIES SHALL BE CONDUCTED EPD BUFFER ENCROACH. PERMITREQD ~ NO POST CN: be at a" times th e respons | bl | |t Of th e property owner for effective erosion control, additional erosion and sediment control measures shall be implemented to control or treat
WITHIN A BUFFER AND A BUFFER SHALL REMAIN IN ITS NATURAL, UNDISTURBED, STATE OF VEGETATION UNTIL ALL LAND-DISTURBING ACTIVITIES ON THE STATE AND LOCAL BUFFERS ADHERED TO:  YES . p y p p y L] the sediment source
CONSTRUCTION SITE ARE COMPLETED. DURING COVERAGE UNDER THIS PERMIT, A BUFFER CANNOT BE THINNED OR TRIMMED OF VEGETATION AND A WETLANDS OR WATERS OF US ON SITE: YES PRE FLOW : CFS :
PROTECTIVE VEGETATIVE COVER MUST REMAIN TO PROTECT WATER QUALITY AND AQUATIC HABITAT AND A NATURAL CANOPY MUST BE LEFT IN SUFFICIENT RECEIVING WATERS: SOUTH SUGAR CREEK (NOT IMPAIRED) POST FLOW: CFS
QUANTITY TO KEEP SHADE ON THE STREAM BED OR MARSH. - .




