GENERAL PLANTING NOTES

1. SELECTION:

A.ALL PLANT MATERIALS TO BE (GEORGIA *1) OR BETTER (GEORGIA FANCY) DEFINED AND SPECIFIED ACCORDING
TO GRADES AND STANDARDS FOR NURSERY STOCK PUBLISHED BY THE DEPARTMENT OF AGRICULTURE AND
CONSUMER SERVICES DIVISION OF PLANT INDUSTRY UTILIZING THE LATEST UPDATED EDITION.

B. ALL PLANT MATERIAL SHALL MEET THE MINIMAL SIZE REQUIREMENT AS STATED ON THE PLANT LIST.

C.THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO INSPECT AND REJECT PLANTS AT ANY TIME AND AT ANY
LOCATION. LANDSCAPE ARCHITECT WILL DECIDE FINAL APPROVAL OF ALL PLANT MATERIAL DELIVERED TO THE
PROJECT SITE.

D.THE LANDSCAPE ARCHITECT MAY MAKE SELECTION OF PLANT MATERIAL PROCURED UNDER THIS PROJECT AT
THE PLACE OF CULTIVATION BEFORE THE CONTRACTOR PURCHASES AND PREPARES FOR DELIVERY TO PROJECT
SITE. THE CONTRACTOR IS TO RETAIN AND SUBMIT CERTIFICATION TAGS VERIFYING TYPE AND PURITY OF
LANDSCAPE MATERIAL.

E. ALL PLANTS SHALL BE OF SELECTED SPECIMEN QUALITY. UNLESS OTHERWISE NOTED, PLANTS SHALL BE
EXCEPTIONALLY DENSE WITH A NATURALISTIC BRANCHING CHARACTER AS INSPECTED AND APPROVED BY THE
LANDSCAPE ARCHITECT.

F.LANDSCAPE CONTRACTOR SHALL REFER TO PLANTING PLAN AND PLANT LIST FOR MATERIAL PROCUREMENT.
QUANTITY ESTIMATES ON THE PLANTING PLAN AND PLANT LIST ARE FOR REFERENCE ONLY.

G.CONTRACTOR SHALL FURNISH ALL QUANTITIES NECESSARY TO COMPLETE THE PLANTING AREAS AS SHOWN ON
THE DRAWING TO ACCEPTANCE AND SATISFACTION AT THE LANDSCAPE ARCHITECT.

H.THE CONTRACTOR SHALL REPORT TO THE LANDSCAPE ARCHITECT SHOULD THERE BE CHANGES IN THE
PLANTING AREAS ON SITE RESULTING IN SUBSTANTIAL DIFFERENCE IN QUANTITIES AND SPECIES REQUIRED.

I. WARRANTY: ALL PLANTS SHALL BE WARRANTED TO REMAIN ALIVE AND HEALTHY AND IN VIGOROUSLY THRIVING
CONDITION FOR PERIOD OF 1 YEAR FROM DATE OF FINAL ACCEPTANCE.

2.EXECUTION:

A.THE LANDSCAPE CONTRACTOR SHALL FURNISH ALL MATERIALS AND PERFORM ALL WORK IN ACCORDANCE WITH
DRAWINGS, SPECIFICATIONS AND INSTRUCTIONS PROVIDED BY LANDSCAPE ARCHITECT.

B.CONTRACTOR SHALL PROVIDE ALL EQUIPMENT AS NECESSARY TO EXECUTE AND COMPLETE PROPOSED
LANDSCAPE / IRRIGATION INSTALLATION IN A TIMELY MANNER COMPLYING WITH THE SCHEDULED COMPLETION
DATE.

C.WORKMANSHIP AND MATERIALS SHALL BE IN STRICT ACCORDANCE WITH THE INTENTIONS OF THE SPECIFIED
DRAWINGS. ALL WORK PERFORMED BY THE CONTRACTOR SHALL BE OF BEST QUALITY AND TO THE
SATISFACTION OF THE LANDSCAPE ARCHITECT.

D.PLANTING PLANS INDICATE DIAGRAMMATIC LOCATION ONLY. SITE ADJUSTMENTS OF PLANTING DESIGN AND
RELOCATION OF PLANT MATERIAL INSTALLED PRIOR TO LANDSCAPE ARCHITECT APPROVAL SHALL BE DONE
WITHOUT PENALTY OR ADDITIONAL COST TO OWNER.

E.LANDSCAPE CONTRACTOR SHALL STAKE AND/OR MARK ALL TREE AND PLANT LOCATIONS AT SITE AND NOTIFY
LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO PLANT INSTALLATION.

F.UTILITIES: THE LANDSCAPE CONTRACTOR SHALL DETERMINE LOCATION OF ALL ABOVE GRADE AND
UNDERGROUND UTILITIES PERFORM WORK THAT WILL AVOID DAMAGE TO UTILITIES. THE CONTRACTOR SHALL
MAKE GOOD ALL DAMAGED UTILITIES AT NO COST TO OWNER.

G.DRAINAGE: CONTRACTOR SHALL CONDUCT PERCOLATION TEST IN AREAS TO BE PLANTED: NOTIFY LANDSCAPE
ARCHITECT OF ANY POOR DRAINAGE PROVIDE SUPPLEMENTAL PIT DRAINAGE AS REQUIRED TO ENSURE HEALTHY
PLANT MATERIALS (SEE SPECIFICATIONS FOR DETAILS)

IF DRAINAGE IS NOT SUFFICIENT NOTIFY LANDSCAPE ARCHITECT BEFORE INSTALLING THE PLANTS. OTHERWISE
CONTRACTOR SHALL BE TOTALLY RESPONSIBLE FOR THE GUARANTEE AND LIVABILITY OF THE PLANT.

3. GENERAL PLANTING:

A.THE CONTRACTOR'S FIELD SUPERVISOR SHALL ACCOMPANY LANDSCAPE ARCHITECT ON ALL PLANT TAGGING
AND SITE VISITS.

B.CONTRACTOR SHALL PLACE 2" DEPTH OF AGED MUSHROOM COMPOST IN ALL PLANTING BEDS THAT ARE WELL
DRAINED. MUSHROOM COMPOST SHALL THEN BE THOROUGHLY TILLED INTO EXISTING SOIL TO A DEPTH OF
10"-12" PRIOR TO PLANTING.

C.PLACE PLANTS UPRIGHT AND TURNED SO THAT THE MOST ATTRACTIVE SIDE VIEWED.

D.PROVIDE 1" THICK MULCH (MEASURED AFTER WATERING IN) AT ALL PLANTS AND PLANTING BEDS. MULCH SHALL
BE DOUBLE SHREDDED OR FINE HARDWOOD UNLESS OTHERWISE NOTED ON THE PLANS OR DETAILS.

E.PROVIDE A CLEAN SHARP EDGING OF LANDSCAPE BEDS ADJACENT TO LAWN AREAS UNLESS OTHERWISE NOTED.

F. CONTRACTOR SHALL BE RESPONSIBLE FOR "ROLLING" ALL SOD THAT IS INSTALLED (ON THE DAY THE SOD IS
INSTALLED). HOWEVER, NO SOD SHALL BE LAID WHERE THE GRADE IS NOT CORRECT.

4. TREE PLANTING:

A.REMOVE FIRST 8-10" OF WIRE BASKET FROM ROOTBALLS. IF REMOVAL WILL RESULT IN ROOTBALL INJURY, CUT
AND REMOVE WIRES ONCE IN HOLE TO ALLOW FOR ROOT EXPANSION.

B.MULCH SAUCERS TO BE 8' (MIN.) DIAMETER FOR ALL TREES NOT INCLUDED W/I AMULCH BED.

C.STAKING AND GUYING DETAILS SHOWN ON THIS SHEET ARE FOR REFERENCE ONLY, THE CONTRACTOR IS
RESPONSIBLE TO ADAPT STAKING AND GUYING METHOD ACCORDING TO SITE CONDITIONS.

D.THE CONTRACTOR IS RESPONSIBLE FOR ADJUSTING THE STAKING AND GUYING PERIODICALLY AS NECESSARY
OR AS INSTRUCTED BY LANDSCAPE ARCHITECT. THE CONTRACTOR SHALL MAINTAIN PLANT MATERIAL IN AN
UPRIGHT POSITION AT ALL TIMES DURING THE CONTRACT PERIOD.

E.STAKING AND GUYING OF TREES SHALL BE FOR THE PURPOSE OF ESTABLISHMENT ONLY. STAKING AND GUYING
DETAILS ARE NOT DESIGNED OR ENGINEERED TO WITHSTAND STRONG WIND OR WINDSTORM CONDITIONS.

F.IF CONTRACTOR SEES ANY SITUATION ON THE SITE WHERE A TREE IS TO BE STAKED WITH ARBORTIES, BUT IT
APPEARS TO PRESENT A SAFETY HAZARD TO RESIDENCE OF THE PROPERTY, THEIR CHILDREN OR THEIR GUEST,
THE TREE SHALL NOT BE STAKED AND LANDSCAPE ARCHITECT SHALL BE NOTIFIED.

G.SPECIMEN TRANSPLANTED TREE PROTECTION IS THE OWNER'S RESPONSIBILITY.

H.PROPER DRAINAGE FROM ROOTBALL IS THE RESPONSIBILITY OF THE CONTRACTOR

I. USE ARBORGUARD WEBBING TO SECURE PLANT. SPACE STAKES EQUALLY AT 120° ANGLES AROUND TREE

J. NYLON WEBBING SHOULD BE SECURED IN SUCH A WAY AS TO ALLOW SOME MOVEMENT OF TREE

K. PLANT TREE 2" ABOVE FINISHED GRADE IF MIXING SOIL TYPES, OTHERWISE PLANT AT FINISHED GRADE

5. PRUNING AND MAINTENANCE:

A.PRUNING SHALL BE LIMITED TO THE MINIMUM NECESSARY TO REMOVE DEAD OR INJURED TWIGS AND BRANCHES
AND TO COMPENSATE FOR THE LOSS OF ROOTS AS A RESULT OF TRANSPLANTING OPERATION AND TO MAINTAIN
SAFETY IN VEHICULAR AREAS.

B.PRUNING SHALL BE DONE IN SUCH A MANNER AS TO NOT CHANGE THE NATURAL HABIT OR SHAPE OF THE PLANT.
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Notes:
1- SEE PLANTING LEGEND FOR GROUNDCOVER SPECIES , SIZE AND SPACING DIMENSION.

2- SMALL ROOTS (%" OR LESS) THAT GROW AROUND, UP, OR DOWN THE ROOT BALL PERIPHERY ARE CONSIDERED A

NORMAL CONDITION IN CONTAINER PRODUCTION AND ARE ACCEPTABLE HOWEVER THEY SHOULD BE ELIMINATED AT THE

TIME OF PLANTING. ROOTS ON THE PERIPERHY CAN BE REMOVED AT THE TIME OF PLANTING. (SEE ROOT BALL SHAVING CONTAINER DETAIL).
3- SETTLE SOIL AROUND ROOT BALL OF EACH GROUNDCOVER PRIOR TO MULCHING.
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1" OF SHREDDED HARDWOOD MULCH

One central leader
(No codominant
leaders)

Example

A B Aspect Ratio

1.50" 0.50" 0.33

4 2.50" 0.90" 0.36
. 2.0 1.00 0.50

2.50" 1.60" 0.64

ACCEPTABLE

Aspect ratio-stess

ASPECT RATIO OF B:A LESS THAN
than 0.66.

0.66 AS MEASURED 1" ABOVE THE
TOP OF THE BRANCH UNION.

Multiple leaders
(Several codominant
leaders)

Example

A B Aspect Ratio

REJECTABLE 2.50" 1.80" 0.72

2.0" 20" 1.0

2.50" 20" 0.80

40" 3.0" 0.75

greater than 0.66.
ASPECT RATIO OF B:A GREATER THAN OR EQUAL TO 0.66 AS

MEASURED 1" ABOVE THE TOP OF THE BRANCH UNION.
NOTES:

1- ASPECT RATIO SHALL BE LESS THAN 0.66 ON ALL BRANCH UNIONS. ASPECT

RATIO IS THE DIAMETER OF BRANCH (B) DIVIDED BY THE DIAMETER OF THE TRUNK

(A) AS MEASURED 1" ABOVE THE TOP OF THE BRANCH UNION.

2- ANY TREE NOT MEETING THE CROWN OBSERVATIONS DETAIL MAY BE REJECTED.
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ALL CUTS SHALL BE MADE FLUSH, LEAVING NO STUBS ACCORDING TO A.N.A STANDARDS.
C.THE LANDSCAPE ARCHITECT SHALL BE THE SOLE PARTY TO APPROVE ALL APPROPRIATE PRUNING. w_‘ ‘ \ \ E \ \ \ — \ \ \ \
D.MAINTENANCE WORK AS DESCRIBED IN THE SPECIFICATIONS SHALL BE PERFORMED TO THE SATISFACTION OF

THE LANDSCAPE ARCHITECT AND UNTIL DATE OF THE FINAL ACCEPTANCE BY OWNER AND LANDSCAPE ﬁ \ ‘ \ \ ‘ — \ \
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SOD LAYOUT AND PREPARATION

| : | : | LAY SOD IN A STAGGERED PATTERN.

BUTT THE STRIPS TIGHTLY AGAINST
| | EACH OTHER. DO NOT LEAVE SPACES
AND DO NOT OVERLAP. A SHARPENED
| | | MASON'S TROWEL IS A HANDY TOOL
| | FOR TUCKING DOWN THE ENDS AND
I I I TRIMMING PIECES.

CITY OF MADISON FIRE STATION

INCORRECT CORRECT D
BUTTING : ANGLED ENDS CAUSED

BY THE AUTOMATIC SOD CUTTER

MUST BE MATCHED CORRECTLY.

DRAWING |9 g 96
DIRECTIONS FOR INITIAL MAINTENANCE DATE:

DRAWN BY: |DBB
CHECKED BY:| JPB

FOLD ENDS OF ARBORTIE BACK. SECURE WITH KNOT Step 1 ROLL SOD IMMEDIATELY TO ACHIEVE FIRM CONTACT WITH THE SOIL

ARBORTIE GREEN STAKING AND GUYING MATERIAL IS TO BE FLAT WATER TO A DEPTH OF 4" AS NEEDED. WATER WELL AS SOON AS THE SOD
WOVEN PLYPROPYLENE MATERIAL. 3/4" WIDE. ARBOR TIE SHALL BE Ste p 2 . REVISIONS

FASTENED TO STAKES TO PERMIT TREE MOVEMENT, WHILE IS LAID. = S ESCRIPTON
SUPPORTING THE TREE. STAKING TO BE REMOVED AFTER FIRST MOW WHEN THE SOD IS ESTABLISHED -- IN 2-3 WEEKS. SET THE MOWER
FULL GROWING SEASON OR IF STAKING IS STARTING TO GIRDLE Step 3. HIGH (2-3)

' APPEARANCE OF GOOD SOD

ROOTBALL TO BE PLANTED 2" ABOVE FINISHED GRADE.
2" LAYER OF DOUBLE SHREDDED HARDWOOD MULCH.
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