{5TD. PROCTOR) IN UPPER ONE FOOT OF FILL IN AREA UNDER PAWING AND TWO FEET QUTSIDE PAVING AREA; PROVIDE 100% COMPACTION {STD. PROCTOR) FOR

COMPACTION REQUIREMENTS: PROVIDE 95 % COMPACTION (5TD. PROCTOR) OF FILLS UP TO WITHIN ONE FOOT OF FILL GRADE; PROVIDE 100% COMPACTION

L

£
o
—
2
=
U
£ e
W o/
0
e
habet
=
Q
= &
i g -]
E 8 i
=T & Bp
Y i &
A i g
Py m‘!
T8}
&
=
=
o
&
W
z ™
=
&
5
[*=} —
= :
5 3
- El B E'”I"
= gl = 32
L - =
9 x| B B 4
£ = g = — oy
a 5 wl £ {1 v
= a o G — aw o
= o - v = i 23
w = gl ¢ d Il g
z = g2 = S 3
Z = @ F e ]
gm ~l - L «
= = = o
e 3| 5 © & e 2R
w @ E N @ a 8ci
o = Q &+ Q
= F wi o~ a s w !
S8z 4 ¥ Zo
vn o & £ E&
SEZ 8
= =
T EE
>-=Q2 i
[ .
= 1PN
2 S = 7]
[T
E = . .‘
o oo W 3] .
O wZ I"
258 7%
278
E il
vl o
=]
Zui =I
= i N
=CE o5 o B ADY
W oo 3 Wi 1230‘(
() o o o~
=0 x Gt Dmaé
'5|_"" el at L Hif’
o3 : W ®Es
b W Qw @
w = aNNq'-I_J
Ex = . £ 2
8 g & §§n.
w B0
&= M/0/H z §
ey wo g
= Lo

2.
3

[Tg]
=
3
o
(=]
=
)
[Pz
s |8
mI
E_
S
o
o
=
<I
o0
o
S
O
ILD
E g
2 |5
|—Z
Ll ||
Su 3l 4
<k |1 =
= —
I.IJ_I ti
D<f )
= =
w = ~
o=
D‘H g
= a
mm ~
=
B <
< = ©
o Y B
S = =
L = Q
== & w v
L3 O
z 8] 2 &
S lal 2 =
512 bt T =
oA '-'Jg
o L
< B 5
2 AL
= 0
s 3
=
>0
v
E
=
a
1
A

e
Q
8
o
o
(@]
[w]
L.
(=]
w
(C]
o
[TV o~
b Iy
ao
S — o =
. S
= ; 2
i 2 =]
Z £ 3! =
=] o z &
= = o <
a o & —
o ot ‘
] 3 o
=] 2 w
E % . w l:
S =
2 ©
5 " o
E Z
& 2 @
& £ &
4 E & > |3
o] o = el I8
2 3 E =
B x mg O £ g
v =) 58 L} ﬂg L]
) E >z o] = > |=
™ ES 3 14 < < |©
c | E|S ; 3 = imm
2 | 2|8 NIV & O u_,gl
TS it
5 8 gl 3|z \ 2 R
< = =| w|o A > [¥7]
£ O o < o L
n Z =
zZ 9 2| 5[E = 9
w G g &l I o
m g \ Q.
= § =
5 3 2 0 : =
ol o B =
w (s N = =
L - O, 14 Ll
E w
= odw 8 2
gn:c: a w |5
SE = N =
w O
£ ow b 5 ~
ool ~
\agm oo L2
mdg t 3
wgﬂﬂ |l
E=g 3 : o = |2
) 0 i = —
c2== g b =
S=z03 8 =
mQIo S [
@ =B = | ﬁ
FSow z
3022 9 §
2225 3
EES S & R
uJ: a OED—
fEEw ] xﬁ;
ESgy — &
TR
CSpE
= .
2882
o=82 of
—olm ;
P
-]
a

%]
=
<
L
(]
O
o
<
o
=
[
v
—
=
L
=
Q.
O
—J
33}
>
(1]
a
]
L
T
=
)

of Jackson County, Georgia

NOTE: WHILE THE FOLLOWING INFORMATION PROVIDES A GENERAL GUIDE FOR THE NUMBER OF DRIVEWAYS

TO BE ALLOWED ALONG A GIVEN RANGE OF FRONTAGE ON A COUNTY ROAD, THE INFORMATION IS NOT TO
BE TAKEN AS THE GUARANTEED NUMBER OF DRIVEWAYS A PROPERTY OWNER IS ENTITLED.

SPACING SHALL BE A MINIMUM CF 150"

*125" STREET SPACING FOR INTERNAL RESIDENTIAL STREETS ONLY. ANY EXTERNAL NON-RESIDENTIAL STREET

POSTED SPEED CENTER-TO-CENTER DRIVEWAY/STREET
SPACING (MIN.)
25 MPH 125'*
30 MPH 125'*
35 MPH 150’
40 MPH 185’
45 MPH 230’
50 MPH 275’
55 MPH 350’
60 MPH 450’
65 MPH 550

NEW COUNTY ROAD &

1
' DRIVEWAY SPACING

FINISHED GRADE FOR SIDEWALK, GRASSING,
OR LANDSCAPING

5 ” 7 »”

"R FINISHED PAVING

1.5"R

107

24"

STANDARD INSTALLATION
FOR COLLECTING AND CHANNELING RUNOFF (AKA CATCH CURB)

FINISHED GRADE FOR SIDEWALK, GRASSING,
OR LANDSCAPING

57 177

"R FINISHED PAVING

127

INVERTED INSTALLATION
FOR UPSTREAM TERMINATION OF PAVING (AKA SPILL CURVE)

NOTES:

1.

REFER TO PLANS FOR CURB TYPES AND DIMENSIONS.

ACCESS RISERS, INSTALL AS NEEDED
INSIDE AND OUTSIDE STRUCTURE

OUTLET CONTROL STRUCTURE
OUTLET PIPE

REMOVABLE 6" END CAP
FOR CLEAN OUT, TYP.

6" PVC TEE, TYP.

6" PVC, TYP.

PERFORATED 30” CMP
STANDPIPE WITH TRASH
RACK

) —~——— FLOW

PRECAST CONCRETE COVER

ACCESS MANHOLE, ALIGN
WITH RISERS

ACCESS RISERS, INSTALL AS NEEDED
INSIDE AND OUTSIDE STRUCTURE

FINISHED GRADE

6" END CAP WITH ORIFICE
DRILLED AS SPECIFIED, TYP.

PLAN VIEW #4 STONE FILTER

NOT TO SCALE CONCRETE BASE BELOW

ACCESS MANHOLE, ALIGN WITH RISERS
PRECAST CONCRETE COVER
8” OPENING FOR OVERFLOW WEIR

(4x) 6” CONCRETE BLOCKING FOR PEDESTAL
SUPPORT

DETENTION WEIR
REMOVABLE 6" END CAP FOR CLEAN—OUT, TYP. TRASH RACK

8” END CAPS WITH CP AND WQ ORIFICES
DRILLED AS SPECIFIED

PERFORATED 30" CMP
STANDPIPE WITH MAX.

1/2” HOLES @ 10” O.C.
6” PVC, TYP.

1. REFER TO OCS DETAIL FOR ORIFICE AND WEIR SIZES AND LOCATIONS.
2. SOME DESIGNS MAY REQUIRE LARGER BOXES OR PVC SLEEVES.
3. REFER TO MANUFACTURER’S SPECIFICATIONS FOR REINFORCING, BEDDING, AND

CONCRETE OCS, SIMILAR S g N #4 STONE FILTER
TO STANDARD PRECAST N (5 AT
JUNCTION 50X 1 — ¥
OUTLET PIPE Flow : gl \ / e Y e Y : ohedhad-
— r - FLOwW 1 [ CONCRETE BASE FOR
:‘ ‘ ‘ \ \ \ \ ‘ ‘ S STABILIZATION
¥‘ ‘ “:A T | ‘7 o [ o | ‘ ‘ “A&A‘A(:‘ ‘ ‘7
— e e I g ey e [
b~ | TYPICAL CROSS—SECTION ||| |||
NOTES: NOT TO SCALE

ANCHORING.

TYPICAL OUTLET CONTROL STRUCTURE CONFIGURATION

XSS S ASASAS S ASAS AKX
z’o’o’o’o’o RL 1.5” TYPE F ASPHALT TOPPING

$Xo
SRS
SRR

3" TYPE A OR B ASPHALT BINDER
COURSE

12.5”

e 8" GRADED AGGREGATE BASE

— TOP 12" OF SUBGRADE SHALL BE
— COMPACTED TO 98% DRY DENSITY,
: STANDARD PROCTOR

HEAVY DUTY ASPHALT PAVING
FOR ROADS, COMMERCIAL TRAFFIC, LOADING AREAS AND HEAVY STORAGE

1.5” TYPE F ASPHALT TOPPING

2” TYPE A OR B ASPHALT BINDER
COURSE

6" GRADED AGGREGATE BASE

TOP 12" OF SUBGRADE SHALL BE
COMPACTED TO 98% DRY DENSITY,
STANDARD PROCTOR

I

STANDARD DUTY ASPHALT PAVING

FOR STANDARD PARKING SPACES AND RESIDENTIAL DRIVEWAYS

TOPPING

e 6” GRADED AGGREGATE BASE

L Pl Pl %‘/—TOP 12" OF SUBGRADE SHALL BE
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘— COMPACTED TO 98% DRY DENSITY,

STANDARD PROCTOR
LIGHT DUTY ASPHALT PAVING
FOR PEDESTRIAN TRAFFIC, MINOR DRIVEWAYS AND LIGHT DUTY STORAGE

Notes:

1. Refer to plans for location and type.

2. Tack coat recommended between layers of pavement.
3. Jurisdictional specifications shall supersede.

SECTION VIEW
NOT TO SCALE

6" REINFORCED 4000 PSI
/—CONCRETE WITH CONTINUOUS WWF

6x6 2.9x2.9

TOP 12" OF SUBGRADE SHALL BE
COMPACTED TO 95Z% DRY DENSITY,
STANDARD PROCTOR

[ — i g

||
e O T e s
W ] ] INSTALL EXPANSION JOINTS AT 10’

0.c., TYP. (MAX 12’ 0.C.) EACH
INSTALL SMOOTH 3/4” DOWELS AT DIRECTION
CONSTRUCTION JOINTS AT 24” O.C.

HEAVY DUTY CONCRETE PAVING
FOR VEHICULAR TRAFFIC, LOADING AREAS AND HEAVY STORAGE

o — 4" 3000 PSI CONCRETE

B \7‘;‘”": CONTINUOUS WWF 6x6 2.9x2.9

‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘NRE/NFORC/NG (RECOMMENDED)

ﬁ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘: COMPACTED SUBGRADE TO 95%

DRY DENSITY, STANDARD PROCTOR
SAWCUT CONTROL JOINTS OR INSTALL OR REPLACE WITH 8" COMPACTED
EXPANSION JOINTS AT 5° 0.C., TYP.

GRAVEL IF NECESSARY
(MAX 7’ 0.C.) EACH DIRECTION

LIGHT DUTY CONCRETE PAVING
FOR PEDESTRIAN TRAFFIC, SIDEWALKS, HARDSCAPES AND PATIO AREAS

Notes:

1. Refer to civil plans for location, dimensions and type.

2. Refer to architectural and structural plans for paving specifications around
buildings and other structural features such as column footings, walls,
porches, stoops, drive—thru lanes, monuments, canopies, etc.

. All concrete shall be Class A.

. All concrete shall be broom—finished unless otherwise noted.

. Sidewalks shall have a maximum cross—slope of 22%.

. Sidewalks shall meet ADA requirements unless otherwise noted.

. All vertical changes, including ramps, curbs and structures require
expansion joints or control joints at minimum along the edge adjacent to
concrete paving. Contractor shall request a paving joint design plan from
the engineer if needed.

8. Bituminous material shall be placed between all fixed objects and new

concrete paving.

9. Architectural, structural, geotechnical and/or jurisdictional design

requirements shall supersede the specifications included herein if

applicable. SECTION VIEW
NOT TO SCALE

NOON~W

JKS00Z2
SUBMITTAL

6,/11,/26

ASPHALT PAVING

CONCRETE PAVING

STREET DETAILS

NEW COUNTY ROAD AND DRIVEWAY SPACING CRITERIA

1. AASHTO GUIDELINES SHALL BE USED FOR EXTERNAL ROAD IMPROVEMENTS

2. L=LENGTH OF VERTICAL CURVE, FT. A = ALGEBRAIC DIFFERENCE IN GRADE C1 & C> = TANGENT GRADES IN

PERCENT
STREET CATEGORY MINIMUM “K” VALUE, (L / A) MAXIMUM MAXIMUM
CREST VERTICAL CURVES SAG VERTICAL CURVES GRADE (%) DESIGN
MINIMUM DESIRABLE MINIMUM | DESIRABLE SPEED (MPH)
ARTERIAL 100 170 80 110 6% 55
MAJOR COLLECTOR 55 80 55 70 6% 45
MINOR COLLECTOR 30 30 35 35 8% 35
LOCAL COMMERCIAL 20 20 20 20 12% 25
LOCAL RESIDENTIAL 15 20 15 15 12% 25
CREST VERTICAL CURVE
/\>g
-
P L
<8 ~
—~
— e
= x
G

SAG VERTICAL CURVE

Scale: N.T.S.

| Date: 12-20-04 | DWG NO. T- 10

| REVISION: 06-09-15

CONSTANT (K) VALUES FOR VERTICAL CURVES TO BE USED FOR NEW COUNTY

ROADS AND STREETS INTERNAL TO DEVELOPMENTS

of Jackson County, Georgia

UNIFIED DEVELOPMENT STANDARD DETAILS

Scale: N.T.S.

| Date: 12-20-04 | DWG NO. T- 11

| REVISION: 06-09-15

UNIFIED DEVELOPMENT STANDARD DETAILS
of Jackson County, Georgia

7.
8.

9
10.

PROVIDE PUBLIC DEVELOPMENT WITH CONCRETE STRENGTH TEST RESULTS FOR ALL POURED IN PLACE CONCRETE.
PROVIDE PUBLIC DEVELOPMENT WITH CORE TEST RESULTS FOR ASPHALT PAVEMENT AND BASE SECTIONS.

PLACE SIGNING, STRIPING, AND MARKINGS AS SHOWN AND/OR AS DIRECTED BY PUBLIC DEVELOPMENT.

PLACE WARNING DEVICES PRIOR TO THE COMMENCEMENT OF ROAD IMPROVEMENT WORK ON COUNTY ROADS AND
KEEP IN PLACE UNTIL THE CONCLUSION OF ALL SIGNING AND STRIPING WORK.

ALL TRAFFIC CONTROL DEVICES TC CONFORM TO THE MANUAL ON UNIFCRM TRAFFIC CONTROL DEVICES {(MUTCD})
STANDARDS OR GEORGIA DOT STANDARDS (WHICHEVER IS MORE STRINGEENT) FOR COLOR, SIZE, REFLECTIVITY,

HEIGHT, AND PLACEMENT.

SPACE WARNING DEVICES EQUAL TO THE POSTED SPEED OF THE ROAD IN MPH (I.E. 30 FOOT SPACING FOR 30 MPH

SPEED LIMIT)

USE SIGNS CONFORMING TO THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) STANDARDS AND
LOCAL REQUIREMENTS FOR COLOR, SIZE, REFLECTIVITY, HEIGHT, AND PLACEMENT.
APPLY STRIPING (WHITE AND YELLOW) AND ARROW MARKING USING COUNTY OR GEORGIA DOT STANDARD

THERMOPLASTIC.

WHEN NECESSARY, REMOVE EXISTING STRIPING BY GRINDING, UNLESS SPECIFIED BY PUBLIC DEVELOPMENT.
INSTALL ALL SIGNS CONCURRENTLY WITH THE PERFORMANCE OF STRIPING WORK.
11. CONTACT PUBLIC DEVELOPMENT ONE WEEK PRIOR TO COMMENCEMENT OF ANY STRIPING WORK.

OPERATING SPEED DECELERATION LANE (FROM TURN RADIUS INTERSECTION SIGHT DISTANCE (FROM
TO EDGE CF PAVEMENT) DRIVEWAY CL)
REQUIRED LIMITING
25 MPH OR LESS 75’ +50' TAPER 280 240°
35 MPH 75 + 50" TAPER 365 210°
40 MPH 100’ + 50" TAPER 415 267
45 MPH 125’ + 50’ TAPER 465’ 325
55 MPH 200’ + 50" TAPER 585 457

"STCR” SIGN 70" £pgE OF
{MuTCa R1-1) PAVEMENT

24" STOF 2AR
50" RH. (TYP.)
leG' R/ MITER

—24' B0 TO B&

10,5 LTILTY SHOULBER
GDOT TYPE “2” TURN ARROWS (100' APART)
5° SCLID YHITE STRIPE

5" WHITE STRIPE (2" SOLB, 47

20" R/ aquR—\
= 3

"RIGHT LANE MUST TURN RIGHT
SIEN {MLITCD R3-7)
ENDO CURH & BUTIER

Y CAP)

30' CENTERLINE
//_ TQ RV

END CURE & GUWEE—\

HANDICAP RAMP IF SIDEWALK DECELERATION LANE

TAPER

PROVIDED— (SEE TABLE}

g 2 it
" ']72&'};;5{ jj e
\ l A K {A‘.
P —. | 7
|

(SEE TABLE]

1. CONCRETE — 3,000 PSI @ 28 DAYS.
2. PROVIDE 1” DEEP CONTRACTION JOINT AT 10’ INTERVALS

3. PROVIDE 1/2” EXPANSION JOINT AT 50’ INTERVALS, AT ALL TANGENT POINTS, AND AT ALL RIGID STRUCTURES AND

RIGID PAVEMENT.
4. TOOLALL EXPOSED EDGES AND JOINTS TO 1/4” RADIUS.
5. GAB IS REQUIRED UNDER ALL CURB AND GUTTER IN DECELERATION LANES.

TRAVEL LANE

2. CONCRETE SHALL TEST 3000 PSI AT 28 DAYS.

3. 1/2” EXPANSION JOINTS OR PREMOLDED BITUMINOUS EXPANSION JOINT
MATERIAL SHALL BE PROVIDED AT ALL STRUCTURES, INTERSECTIONS,
RADII POINTS, AND AT INTERVALS NOT TO EXCEED 50 LINEAR FEET.

4. FOR SIDEWALKS ADJOINING TOP OF CURB, PROVIDE EXPANSION JOINT
OR TOOLED CONTROL JOINT AT ABUTTING EDGE.

5. STYLES AND DIMENSIONS MAY BE ALTERED TO MATCH EXISTING SITE
CONDITIONS AT TIE—IN POINTS.

6. JURISDICTIONAL REQUIREMENTS MAY SUPERSEDE THE CRITERIA SHOWIN
HERE.

NOT TO SCALE
»
24" CURB AND GUTTER (5X24X12)
FINISHED GRADE FOR SIDEWALK,
GRASSING, OR LANDSCAPING
FINISHED PAVING
A
o I
ol %
v
Y | |
15.5" 8.5”
24"
TYPICAL CROSS—SECTION
CONSULT LOCAL INSPECTOR FOR ALLOWABLE DIMENSIONS
FINISHED GRADE FOR SIDEWALK, GRASSING,
OR LANDSCAPING
ol 35 FINISHED PAVING
| 7_3"R
I -
<+
\ : .
o | A
© ©
| B R |
g | o
B 8"
ALTERNATIVE CROSS—SECTION
CONSULT LOCAL INSPECTOR FOR ALLOWABLE DIMENSIONS

NOTES:

1. REFER TO PLANS FOR CURB TYPES AND DIMENSIONS.

2. CONCRETE SHALL TEST 3000 PS| AT 28 DAYS.

3. 1/2” EXPANSION JOINTS OR PREMOLDED BITUMINOUS EXPANSION JOINT
MATERIAL SHALL BE PROVIDED AT ALL STRUCTURES, INTERSECTIONS,
RADII POINTS, AND AT INTERVALS NOT TO EXCEED 50 LINEAR FEET.

4. FOR SIDEWALKS ADJOINING TOP OF CURB, PROVIDE EXPANSION JOINT
OR TOOLED CONTROL JOINT AT ABUTTING EDGE.

5. STYLES AND DIMENSIONS MAY BE ALTERED TO MATCH EXISTING SITE
CONDITIONS AT TIE—IN POINTS.

6. JURISDICTIONAL REQUIREMENTS MAY SUPERSEDE THE CRITERIA SHOWIN

HERE.

NOT TO SCALE

ACCESS MANHOLE

6” PRECAST CONCRETE

ALIGN PARALLEL

DOVETAIL

civildesigninc

3651 Mars Hill Road
Suite 1800
Watkinsville, GA 30677
Office: (678) 726-3300

www.dovetailcivil.com

ROLLOVER CURB

1/4" R
"
Mi\\ Ee

==L 2 -
LT o

&

i

SOPE IR WFT

FULL DEPTH COMPAGTED
GRADED AGGREGATE BASE
DR 6" MIN. (WHERE REQUIRED)

T =TI =TT e g e g e

B

—tz

1/2° EXPANSION JOINT WHERE
ABUTTING RIGID PAVEMENT

PAVEMENT SURFACE
/:.IAT’CH ﬂiST.\NG

24“ \'
COMPACTED SUBGRADE

INT. SIGHT DISTANCES INT. SIGHT DISTANCES NOTE:
(SEE TABLE} {SEE TELE) ?&Rﬁ(@ﬂ?ﬂg&\ﬁ% RAISED
STREET DETAILS STREET DETAILS
DECELERATION LANE VERTICAL CURB AND GUTTER
Scale: N.T.S. | Date: 12-20-04 | DWG NO. T-12 | REVISION: 06-09-15 Scale: N.T.S. | Date: 12-20-04 | DWG NO. T-24 | REVISION: 06-09-15

of Jackson County, Georgia

UNIFIED DEVELOPMENT STANDARD DETAILS

UNIFIED DEVELOPMENT STANDARD DETAILS
of Jackson County, Georgia
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STRUCTURE COVER 8" SOLID WHITE PAINT~_ TO TRAFFIC FLOW - 12" MIN -
—
6” CONCRETE BLOCKING FOR ] ] ] (. ) i
TOP OF 0CS PEDESTAL SUPPORT . PE?g\';/ Zoviﬂf\;% SSLY
ELEV = 688.00 -
- ——— < - STANDARD SIGN #R7-8-GA—~__|
OVERFLOW WEIR - ] L - Wiz A
IE = 687.00 / 100—YR PONDING (s
— ELEV = 686.67 © , , z
- = =-1--=--4- =123 - - - . 7= =" — 5 2 4 s
. - ,;: — — N
5 z = ®
o . FASTEN SIGNS WITH 3/8” L
" . 4’ OUTLET CONTROL BOX, CAL CROSSWAL
s 2 / REINFORCED PRECAST CONCRETE LYPICAL L ALK ﬁﬂ%’“ﬁ”NEL@XES%E%%”S’ MAXIMUM FINE $500.00 Y
- 5 B 6.75' - H H A
2" DETENTION WEIR - = - =
IE = 685.00 - =I=2 - . R T4 STANDARD SIGN #R7—8-P5 A ©
VAN . g
® X
[ 6" PVC SLEEVES WITH DRILLED [ ! [ | ACCESSIBLE ‘0" S
» . END CAPS FOR WQ AND CP , ™ i 2"x2"x0.188" SQUARE STEEL |
[Ye)
/25.5= %1384O§CI)F/CE ¥ 7 ORIFICES 3R 1 3 TUBING WITH WELDED 3|z
: 2 i WATERPROOF CAP ON TOP L T|S
T . Y (OR STD 3 LB/FT U—CHANNEL), _— e
, I PAINT HUNTER GREEN |9
1.5R . . 6|2
/ .:-_ “_ ~ p i\
. - ‘
24" OUTLET PIPE BEYOND Sy 'y poy FINISHED GRADING OR PAVING i
.'A-//E = 681.00 = 3
5 ’ -
1.50” WQ ORIFICE . !
IE = 681.50 o TRAFFIC ARROWS 4’ ]
. MIN 8°¢ STEEL PIPE FILLED IR >
0CS IE = 681.00 REFER TO MANUFACTURER'S [ WITH CONCRETE IR =
SPECIFICATIONS FOR NOTES: ~ 5
REINFORCING AND BEDDING 1. MARKINGS SHALL BE SOLID WHITE 1 - / o
/ REFLECTIVE TRAFFIC PAINT OR \ BN /
REFLECTORIZED THERMOPLASTIC PAINT. © . v
3. ALIGN CROSSWALK PERPENDICULAR TO . ’ :
NOT TO SCALE TRAVEL LANES WHENEVER POSSIBLE. - NOTES:
4. ALIGN ARROWS PARALLEL TO TRAVEL LANES 1. ALL SIGNS SHALL BE 0.08" THICK ALUMINUM WITH BLUE REFLECTIVE
AND IN CENTER OF APPROPRIATE LANE. .,
OUTLET CONTROL STRUCTURE A-2 5. JURISDICTIONAL REQUIREMENTS MAY 1Y BACKCROUND AND 1 MINIMUM WHITE LETTERING.
SUPERSEDE THOSE SHOWN HERE. 2. PLACE "VAN ACCESSIBLE” SIGN AT VAN ACCESSIBLE SPACES ONLY.
15 3. SIGNAGE AND PLACEMENT SHALL CONFORM TO ALL CURRENT LOCAL,
6. REFER TO GDOT SPECIFICATIONS FOR - - JIONAGE AND PLACEMENT SHALL CONFOR
MARKINGS WITHIN STATE RIGHTS—OF—WAY. : : NOT TO SCALE
ACCESS MANHOLE
TYPICAL PAVEMENT MARKINGS HANDICAP SIGNAGE
6” PRECAST CONCRETE
STRUCTURE COVER
6” CONCRETE BLOCKING FOR
TOP OF 0CS PEDESTAL SUPPORT LANDSCAPE ISLAND
ELEV = 699.50
— T / SIDEWALK ALIGN HC RAMP WITH
o P 100—YR PONDING , ACCESS AISLE
OVERFLOW WEIR y 24” CURB AND GUTTER
IE = 698.50 _ 1. _ v . _fEV=069852 / Y K
! 4”7 WHITE
- < 4'8 OUTLET CONTROL BOX, P A’NTX\
: > REINFORCED PRECAST CONCRETE
<4 =
2’ DETENTION WEIR
IE = 687.00 A N /
X , ; NOTES:
a; 6” PVC SLEEVES WITH DRILLED J y v 1. DIMENSIONS AND RETURN TYPES MAY VARY. REFER TO PLANS.
. : END CAPS FOR WQ AND CP 2. HANDICAP REQUIREMENTS AND OTHER RAMP CONSTRAINTS SHALL
3.57 CP ORIFICE ORIFICES , , , , , SUPERSEDE THIS DETAIL WHERE APPLICABLE.
IE = 695.50 - ol 9 18 1Sl 9 NOT TO SCALE
. STANDARD = STANDARD HC 8 FOR STANDARD
i VAN
L - CURB TERMINATION

2.50" WQ ORIFICE
IE = 693.50

OCS IE = 693.00

30" OUTLET PIPE BEYOND
IE = 693.00

REFER TO MANUFACTURER’S

arae Nl

SPECIFICATIONS FOR
REINFORCING AND BEDDING

ﬁg"\\"i\x\\

NOT TO SCALE

1. REFER TO PLANS FOR ACTUAL DIMENSIONS AND LOCATIONS.
2. ADHERE TO ADA AND JURISDICTIONAL REQUIREMENTS AT ALL TIMES.

NOT TO SCALE

TYPICAL PARKING LOT STRIPING

OUTLET CONTROL STRUCTURE A-8

! SIGHT DISTANCE (FT)
SPEED (MPH} | 2 LANE |3 OR 4 LANE|5 OR 6 LANE

SOL=SDR [ SOL | SOR | soOL | SDR
30 335 350 | 375 | 400 | 420
35 390 410 | 440 | 485 | 430
40 445 470 | 500 | 630 | 560
45 500 530 | 560 | 595 | 630
50 555 500 | 625 | 660 | 700
55 810 850 | 685 | 730 | 770

NOTE

ALL SIGHT DISTANCES SUBJECT TO
JACKSON COUNTY DOT REVIEW.

2" HIGH QBJECT —

—
R S I
s ,.\—-*;" =
2 \/
-_\-;——*___ ____————‘——"—_——/ g //""
— — ~ - R \
—— o

DRIVER'S
UNOBSTRUCTED
UNE OF SIGHT —~

— - m—
< 15*
SIGHT DISTANCE TO LEFT

OE!JECT—/

/—2' HIGH OBJECT

“Z—VEHICLE HEIGHT
= 35

SIGHT DISTANCE TO RIGHT

{SOL)

1
\ DRIVEWAY \

{SDR)

SIGHT DISTANCE REQUIREMENTS FOR DRIVEWAYS AND NEW COUNTY STREETS

Scale: N.T.S. | Date: 12-20-04

| DWGNO. T-32 | REVISION: 06-09-15

of Jackson County, Georgia

UNIFIED DEVELOPMENT STANDARD DETAILS

! | < OUTSIDE DIA. | ]

SHEETING

SELECTED EARTH —
MATERIAL BACKFILL,
CAREFULLY INSTALL A4
AND TAMP IN LAYERS

OF 4” TO 127
A,
R e Nl oo

SASTSSS:

r‘z‘iz‘i‘z(rziziziziziziz - i
TRENCH BOTTOM, 6” — |

[T T I
; || = | |2t
BELOW PIPE OR MIN 8 N
IN ROCKY AREAS—/ ‘ ‘ ‘ ‘ ‘
STORM PIPE BEDDING
NOT TO SCALE

;

#57 STONE

NOTES:

1. FOR HDPE, #57 STONE SHALL EXTEND TO THE CROWN OF THE PIPE.
2. HAUNCHING AND BACKFILL SHALL BE COMPACTED TO 95% DRY
STANDARD PROCTOR.

PROVIDE AT LEAST 1’ OF ADDITIONAL FILL ABOVE TOP OF PIPE.
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NOTES:

1. REFER TO GRADING PLANS FOR SLOPES AND DRAINAGE PATTERNS.

2. ALL WORK SHALL BE FINISHED IN A WORKMANLIKE AND PROFESSIONAL
MANNER TO THE ACCEPTANCE OF THE OWNER AND AT THE APPROVAL
OF THE LOCAL GOVERNING AUTHORITY.

3. GRADING AND PAVING TIE—IN POINTS SHALL HAVE A SMOOTH AND
AESTHETIC TRANSITION BETWEEN THE EXISTING AND NEW CONSTRUCTION.

4.  EROSION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES.
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