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EROSION CONTROL STANDARD NOTES
1. THE PRIMARY PERMITTEE MUST RETAIN THE DESIGN PROFESSIONAL WHO PREPARED THE PLAN, EXCEPT WHEN THE PRIMARY PERMITTEE HAS REQUESTED IN WRITING AND GAEPD HAS AGREED TO AN ALTERNATE DESIGN PROFESSIONAL, TO INSPECT THE
INSTALLATION OF THE INITIAL SEDIMENT STORAGE REQUIREMENTS AND PERIMETER CONTROL BMPS WHICH THE DESIGN PROFESSIONAL DESIGNED WITHIN SEVEN (7) DAYS AFTER INSTALLATION. THE DESIGN PROFESSIONAL SHALL DETERMINE IF THESE BMPS HAVE BEEN
GSWCC LEVEL Il CERTIFIED DESIGN PROFESSIONAL INSTALLED AND ARE BEING MAINTAINED AS DESIGNED. THE DESIGN PROFESSIONAL SHALL REPORT THE RESULTS OF THE INSPECTION TO THE PRIMARY PERMITTEE WITHIN SEVEN (7) DAYS AND THE PERMITTEE MUST CORRECT ALL DEFICIENCIES WITHIN TWO
(2)BUSINESS DAYS OF RECEIPT OF THE INSPECTION REPORT FROM THE DESIGN PROFESSIONAL UNLESS WEATHER RELATED SITE CONDITIONS ARE SUCH THAT ADDITIONAL TIME IS REQUIRED.
2. NON—EXEMPT ACTIVITIES SHALL NOT BE CONDUCTED WITHIN THE 25 OR 50—FOOT UNDISTURBED STREAM BUFFERS AS MEASURED FROM THE POINT OF WRESTED VEGETATION OR WITHIN 25—FEET OF THE COASTAL MARSHLAND BUFFER AS MEASURED FROM THE
JURISDICTIONAL DETERMINATION LINE WITHOUT FIRST ACQUIRING THE NECESSARY VARIANCES AND PERMITS.
3. NO VARIANCES ARE REQUESTED AT THIS TIME
PROPOSED SCHEDULE MJJASONDGUIFEMA 4. AMENDMENTS/REVISIONS TO THE ES&PC PLAN WHICH HAVE A SIGNIFICANT EFFECT ON BMPS WITH HYDRAULIC COMPONENT MUST BE CERTIFIED BY THE DESIGN PROFESSIONAL.

5. WASTE MATERIALS SHALL NOT BE DISCHARGED TO WATERS OF THE STATE, EXCEPT AS AUTHORIZED BY A SECTION 404 PERMIT.

PERIMETER AND SEDIMENT STORAGE BMPS
CLEARING AND GRUBBING

EXCAVATION
Know what's below. UTILITIES AND HOME CONSTRUCTION

: TEMPORARY STABILIZATION
Call before youdig.| ryi stasizaTion

6. FUEL AND PETROLEUM PRODUCTS AND CONTAINERS MAY NOT BE KEPT ON-SITE, EXCEPT DURING ACTIVE WORK. RE—FUELING SHOULD BE PERFORMED SAFELY AND AVOID SPILLING OR OVER-TOPPING. IF ANY FUEL IS SPILLED, THE AFFECTED SOIL MUST BE
REMOVED AND DISPOSED OF IN AN APPROPRIATE MANNER.

7. ALL DISTURBED AREAS THAT HAVE NOT OBTAINED 85% VEGETATION WITH PERENNIAL GRASS WILL BE SODDED UPON FINAL COMPLETION TO MINIMIZE AND CONTROL FUTURE POLLUTANTS INTO THE RECEIVING WATERS.

8. POTENTIAL POLLUTANT SOURCES INCLUDE, BUT ARE NOT LIMITED TO: PORTABLE TOILET, FUEL, FERTILIZER, CONCRETE WASHOUT, PESTICIDE, AND VARIOUS CHEMICALS USED IN CONSTRUCTION AND CLEANING. THESE SHOULD NEVER BE LEFT UNATTENDED AND
NEVER USED IN A LOCATION THAT COULD DIRECTLY IMPACT A STATE WATERS. A DOUBLE ROW, TYPE C SILT FENCE IS BEING UTILIZED TO CAPTURE ANY SOIL. EXISTING GRASSING SHOULD BE CUT HIGH TO FURTHER CAPTURE ANY POLLUTANTS.

9. ALL CONSTRUCTION AND LANDSCAPE MATERIAL MUST REMAIN COVERED WHEN NOT IN ACTIVE USE. IF PLASTIC OR OTHER LIGHTWEIGHT MATERIAL IS USED, IT MUST BE WEIGHED DOWN OR STRAPPED.

DEVELOPMENT. PREVIOUS EARTHWORK SHALL BE STABILIZED AS SPECIFIED BEFORE
ADDITIONAL AREA IS EXPOSED.
4. CLEAR EXISTING TREES AND VEGETATION FROM AREAS TO BE EXCAVATED OR
FILLED, THEN STRIP AND STOCKPILE TOPSOIL FROM ALL AREAS TO BE DISTURBED.
SEED STOCKPILED TOPSOIL WITH TEMPORARY RYEGRASS COVER AS SPECIFIED BELOW
(SEE NOTE 8), AND ERECT A SILT FENCE AROUND THE STOCKPILE.

5. PROTECT ALL TREES WHICH ARE TO REMAIN AND WHICH ARE IN OR NEAR

CONSTRUCTION AREAS.

6. PERFORM NECESSARY EXCAVATION OR FILL OPERATIONS TO BRING SITE TO

DESIRED SUBGRADE.

7. INSTALL SEDIMENT BARRIERS AROUND ALL STORM DRAIN INLETS, OR MODIFY
SEDIMENT CONTROL MEASURES INSTALLED IN #2 ABOVE AND MAINTAIN UNTIL ALL
DISTURBED AREAS ARE STABILIZED WITH VEGETATION AND ALL PAVEMENTS ARE
PAVED WITH A BASE COURSE.
8. TEMPORARILY SEED ALL DISTURBED AREAS WHICH WILL REMAIN UNDISTURBED FOR
A PERIOD OF 14 DAYS OR MORE AND WHICH WILL NOT BE UNDER CONSTRUCTION
WITHIN 30 DAYS IN ACCORDANCE WITH SPECIFICATION FOR VEGETATIVE

ESTABLISHMENT.

9. IF CONSTRUCTION IS SUSPENDED OR COMPLETED, ALL DISTURBED AREAS SHALL
BE SEEDED AND MULCHED IMMEDIATELY. ALL SLOPES STEEPER THAN ONE ON THREE
(V/H) AND PERIMETER TRENCHES AND TRAP EMBANKMENTS SHALL, ON COMPLETION,
BE IMMEDIATELY STABILIZED WITH TEMPORARY SEEDING AND MULCHING.

10. AFTER COMPLETION OF SITE CONSTRUCTION, FINE GRADE AND SPREAD TOPSOIL
ON ALL LAWN AREAS AND SEED WITH PERMANENT LAWN MIX AS DISCUSSED ON THE
SPECIFICATIONS FOR FOR VEGETATIVE ESTABLISHMENT ON THIS SHEET.

11. DURING THE PROGRESS OF CONSTRUCTION, MAINTAIN ALL SEDIMENT TRAPS,
BARRIERS, AND FILTERS AS NECESSARY TO PREVENT THEIR BEING CLOGGED UP WITH

SEDIMENT.

12. AFTER PAVEMENTS ARE INSTALLED AND PERMANENT VEGETATIVE COVER AND
PLANTINGS ARE ESTABLISHED, REMOVE SEDIMENT BARRIERS AND SEED THOSE

DISTURBED AREAS.

13. MAINTAIN ALL SEEDED AND PLANTED AREAS TO INSURE A VIABLE STABILIZED

VEGETATIVE COVER.

14. STRUCTURAL MEASURES MUST BE MAINTAINED TO BE EFFECTIVE. IN GENERAL,
THESE MEASURES MUST BE PERIODICALLY INSPECTED TO INSURE STRUCTURAL
INTEGRITY, TO DETECT VANDALISM DAMAGE, AND FOR CLEANING AND REPAIR

WHENEVER NECESSARY.

15. DURING CONSTRUCTION, ALL STRUCTURES SHOULD BE INSPECTED WEEKLY AND
AFTER EVERY RAIN. REMOVE ACCUMULATED SEDIMENT AND STOCKPILE AND
STABILIZE IN AN AREA NOT SUBJECT TO FURTHER EROSION.

16. AFTER CONSTRUCTION IS COMPLETED, PERMANENT SEDIMENT OR EROSION
CONTROL STRUCTURES SHOULD BE INSPECTED AT LEAST SEMI—ANNUALLY AND

AFTER EVERY RAIN.
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MATERIAL - A= 1. CONSTRUCT STABILIZED CONSTRUCTION ENTRANCES FOR. STREETS SHALL BE
A CLEANED DAILY.
A 2. INSTALL SEDIMENT BARRIERS/SWALES/DITCHES/DIKES AT DOWN SLOPE AREAS
FROM ALL PROPOSED GRADING OPERATIONS, AND INSTALL OTHER SEDIMENTATION
AND EROSION CONTROL STRUCTURES OR MEASURES AS SHOWN ON THE DRAWINGS.
3. LAND DISTURBANCE SHALL BE LIMITED TO ONLY THAT AREA NECESSARY FOR
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