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SIDE YARD (SECONDARY ROAD) SETBACK:

10' FROM PROPERTY LINE (NON-RESIDENTIAL ABUTTING)

SIDE YARD SETBACK: 10' FROM PROPERTY LINE (NON-RESIDENTIAL ABUTTING)
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EXISTING TREES OBSERVED IN FIELD,
LOCATIONS APPROXIMATE (TYP.)
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T.C. 91.77
B.C. 91.27T.C. 92.10

B.C. 91.60

T.C. 92.00
B.C. 91.50

3:1SLOPE

3:1

T.C. 91.78
B.C. 91.28

T.C. 91.88
B.C. 91.38

T.C. 93.02
B.C. 92.52

T.C. 93.24
B.C. 92.74

T.C. 93.31
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B.C. 92.38

T.C. 93.01
B.C. 92.51
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BEGIN 10'
SHOULDER

@ 2.00%

8' MINIMUM WIDTH DIKE AROUND
DETENTION POND @ 688.50

RIM 89.50

EARTHEN BERM AT 703.25
SEE DETAIL NO. 3 ON C701

RIM 02.25

GRASSED SWALE @ 2.00%

GRASSED SWALE @ 1.00%

EARTHEN BERM AT 690.25
SEE DETAIL NO. 3 ON C701

RIM 89.10

TOP 90.00
TOP 87.00

TOP 91.10

TOP 91.25

RIM 89.25

RIDGE

END 10'
SHOULDER

@ 2.00%

3' WIDE
SHOULDER

@ 2.00%

3' WIDE
SHOULDER
@ 2.00%

HW INV 688.25
5' WIDE CONCRETE

FLUME @ 1.00%

6' WIDE RIPRAP
SWALE @ 10.00%

TOP OF FREEBOARD @ 688.25

4' TALL BLACK VINYL CHAIN
LINK FENCE ALONG 688.25

MATCH EXISTING GRADING AND
ENSURE POSITIVE DRAINAGE (TYP.)

3' WIDE
SHOULDER
@ 2.00%

92.68

92.95

92.85

MATCH EXISTING GRADING AND
ENSURE POSITIVE DRAINAGE (TYP.)

88.10

MATCH EXISTING GRADING AND
ENSURE POSITIVE DRAINAGE (TYP.)

MATCH EXISTING GRADING AND
ENSURE POSITIVE DRAINAGE (TYP.)

RIM 91.00

INV. 82.00

INV. 81.50

6' WIDE
SHOULDER
@ 2.00%

RIM 91.25

EARTHEN BERM AT 692.25
SEE DETAIL NO. 3 ON C701

RIM 76.25

EARTHEN BERM AT 677.25
SEE DETAIL NO. 3 ON C701

MATCH EXISTING GRADING AND
ENSURE POSITIVE DRAINAGE (TYP.)

3:1
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3:1SLOPE

3:1
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3:1
SLOPE

4:1
SLO
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MATCH EX. PAVING FLUSH
WITH EX. ROAD (TYP.)

B.C. 76.75
B.C. 75.85

3:1
SLO

PE

INV. 71.34

INV. 80.15

INV. 88.25

92.96

91.29

EXISTING TREE LINE
TO REMAIN (TYP.)

EXISTING TREE LINE
TO REMAIN (TYP.)

EXISTING TREE LINE
TO REMAIN (TYP.)

LIMITS OF DISTURBANCE (TYP.)
TREE PROTECTION FENCING (TYP.)

LIMITS OF DISTURBANCE (TYP.)
TREE PROTECTION FENCING (TYP.)

LIMITS OF DISTURBANCE (TYP.)

LIMITS OF DISTURBANCE (TYP.)

LIMITS OF DISTURBANCE (TYP.)

BEGIN TREE PROTECTION
FENCING (TYP.)

END TREE PROTECTION
FENCING (TYP.)

TREE PROTECTION FENCING (TYP.)

LIMITS OF 8" CONNECTION PROVIDED
TO INCREASE FLOW CAPACITY FROM
EXISTING WATER MAIN. EXISTING TREE LINE

TO REMAIN (TYP.)
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DESCRIPTIONDATENo.

OCONEE COUNTY
BOARD OF COMISSIONERS

06-03-26

07-10-26 GSWCC RESUBMITTAL

SDP REVIEW

07-30-26 OCWR RESUBMITTAL

08-14-26 OCWR RESUBMITTAL

08-14-26 GSWCC RESUBMITTAL

09-24-26 BID SET

SITE GRADING
PLAN

C300

GKC

26034

RELEASED  FOR
CONSTRUCTION

1. DO NOT DUPLICATE DRAWINGS WITHOUT PERMISSION.

2. READ THE SPECIFICATIONS.  THIS SET OF DRAWINGS AND SPECIFICATIONS
DEFINE PROJECT SCOPE AND CONTRACT REQUIREMENTS. INDIVIDUAL SHEETS
SEPARATED FROM THE SET MAY NOT ADEQUATELY REFLECT ALL INFORMATION
NEEDED TO SUITABLY COVER CERTAIN ITEMS. DO NO SEPARATE THIS SET OF
DRAWINGS INTO INDIVIDUAL SHEETS.

DO NOT BREAK OR DUPLICATE

CALL BEFORE YOU DIG

GEORGIA LAW MANDATES THAT, BEFORE BEGINNING ANY MECHANIZED DIGGING OR
EXCAVATION WORK, YOU MUST CONTACT GEORGIA 811 BY USING EREQUEST ON
WWW.GEORGIA811.COM OR BY CALLING 811 OR 1-800-282-7411 AT LEAST 48 HOURS BUT
NO MORE THAN 10 WORKING DAYS IN ADVANCE TO HAVE UTILITY LINES MARKED.

R

1. CONTRACTOR SHALL BE RESPONSIBLE TO SECURE THE SERVICES OF A
PRIVATE UTILITY LOCATOR FIRM DURING THE ENTIRE COURSE OF CONSTRUCTION.
CONTRACTOR SHALL PAY FOR SAID SERVICES.

2. CONTRACTOR SHALL IMMEDIATELY REPAIR ALL UTILITIES DAMAGED BY
CONSTRUCTION ACTIVITIES, AT NO ADDITIONAL COST TO THE OWNER.

3. THE UTILITIES SHOWN ARE SCHEMATIC AND FOR THE CONTRACTOR'S
CONVENIENCE ONLY.  THERE MAY BE OTHER UTILITIES NOT SHOWN ON THESE
PLANS.   THE DESIGN PROFESSIONAL ASSUMES NO RESPONSIBILITY FOR THE
LOCATIONS SHOWN AND IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO
VERIFY THE LOCATIONS OF UTILITIES WITHIN THE LIMITS OF THE WORK.   DAMAGE
TO EXISTING UTILITIES BY THE CONTRACTOR, FROM HIS/ HER OPERATIONS
SHALL BE IMMEDIATELY REPAIRED AT NO ADDITIONAL COST TO THE OWNER.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR COMPACTION OF BACKFILL OF ALL
UTILITY TRENCHES WITHIN SITE WORK LIMITS.  THIS INCLUDES TRENCHES DUG AND
BACKFILLED BY LOCAL UTILITIES, SUCH AS POWER, GAS, TELEPHONE, ETC.
CONTRACTOR SHALL PROVIDE ADDITIONAL BACKFILL AND COMPACTION AS
NECESSARY, IF SETTLEMENT OCCURS.

UTILITY LOCATION NOTES

ARP

09-24-2026

09-24-2026

G IOR

DERIG

PROFESSIONAL
No. 1636
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PROPOSED INTERMEDIATE CONTOURS

PROPOSED INDEX CONTOURS

SPOT ELEVATION

BERM

HIGH POINT

LOW POINT

50

52

SWALE

SLOPE INDICATOR (H:V)

+

+

+

FLOW DIRECTION

s
2:1

H.P.

L.P.

50.5

FINISHED GRADE AT TOP OF WALL

FINISHED GRADE AT BOTTOM OF WALL

+

+

TW 50.5

BW 54.0

TOP OF CURB ELEVATION+TC 50.5

BOTTUM OF CURB ELEVATION+BC 49.5

F.F.E. FINISHED FLOOR ELEVATION

GRADING LEGEND

EXCESS CUT MATERIAL:  IF QUANTITY OF GRADING MATERIAL IS IN EXCESS OF
QUANTITIES NECESSARY TO PROVIDE FINISH GRADE ELEVATIONS INDICATED ON
DRAWINGS, EXCESS MATERIAL SHALL BE HAULED OFF SITE. HAULING AND DISPOSAL
OF EXCESS MATERIAL SHALL BE PERFORMED AT NO ADDITIONAL COST TO THE
OWNER. CONTRACTOR IS RESPONSIBLE FOR ABIDING BY ALL LOCAL, STATE, AND
FEDERAL REGULATIONS IN DISPOSING OF EXCESS MATERIAL.

EXCESS CUT

INSUFFICIENT FILL MATERIAL:  IF QUANTITY OF GRADING MATERIAL IS INSUFFICIENT TO
PROVIDE FINISHED GRADE ELEVATIONS INDICATED ON DRAWINGS, CONTRACTOR
SHALL OBTAIN ADDITIONAL FILL MATERIAL OF SPECIFIED QUALITY FROM AN
OFF-SITE SOURCE.  OBTAINING, HAULING, PLACEMENT, COMPACTION, AND
STABILIZATION OF ADDITIONAL FILL MATERIAL SHALL BE PERFORMED AT NO
ADDITIONAL COST TO THE OWNER.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR
ABIDING BY ALL LOCAL, STATE, AND FEDERAL REGULATIONS IN OBTAINING FILL
MATERIAL.

INSUFFICIENT FILL

HW - HEADWALL

DI - DROP INLET

CB - CATCH BASIN

JB - JUNCTION BOX

BH - BEE HIVE CATCH
BASIN

DWCB - DOUBLE WING
CATCH BASIN

CI 1019a - CURB INLET
(G.D.O.T. STD.)

STORM STRUCTURE LEGEND

GRAPHIC SCALE & ORIENTATION

SCALE: 1"=30'-0"
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