TREE PROTECTION FENCING (TYP.)
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@ HALF-ROUND PIPE WITH STONE FILTER W/ FILTER RING

ONCE THE PERMANENT WEIR BOX 19 INSTALLED, REPLACE

THE RT-B WITH THE RT-P (HALF-ROUND PIPE, STONE

\ FILTER, AND FILTER RING) TO PROVIDE CONTROLLED
DEWATERING WHILE MAINTAINING THE BASIN AS A

FUNCTIONING SEDIMENT TRAP UNTIL FINAL STABILIZATION.
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EROSION CONTROL GENERAL
NOTES
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DOUIN-STREAM SAMPLING POINT

BAFFLE BOX
@ CULVERT

ES&PC REVISIONS

. NOTIFY CITY OF WATKINSYILLE INSPECTORS 24 HOURS BEFORE BEGINNING OF
EVERY CONSTRUCTION PHASE.

2.  ALL BUFFERS AND TREE SAVE AREAS SHALL BE CLEARLY IDENTIFIED BY

FLAGGING AND/OR FENCING PRIOR TO COMMENCEMENT OF ANY LAND
DISTURBANCE.

3. THE INSTALLATION OF EROSION AND SEDIMENTATION CONTROL MEASURES AND
PRACTICES SHALL OCCUR PRIOR TO OR CONCURRENT WITH LAND DISTURBING

ACTIVITIES AND CONSTRUCTION ON THE SITE AND MAINTAINED UNTIL PERMANENT
GROUNDCOVER 5 ESTABLISHED.

| CERTIFY UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE FOR SOIL EROSION AND SEDIMENT X 3
VISIT TO THE LOCATIONS DESCRIBED HEREIN BY MYSELF OR MY AUTHORIZED
AGENT, UNDER MY SUPERVISION, CONTROL PRACTICES
| CERTIFY THAT THE PERMITTEE'S EROSION, SEDIMENTATION AND POLLUTION
CONTROL PLAN PROVIDES FOR AN APPROPRIATE AND COMPREHENSIVE SYSTEM OF GEORGIA SOIL AND WATER
BEST MANAGEMENT PRACTICES REQUIRED BY THE GEORGIA WATER QUALITY CONSERVATION COMMISSION
CONTROL ACT AND THE DOCUMENT "MANUAL FOR EROSION AND SEDIMENT CONTROL
IN GEORGIA" (MANUAL) PUBLISHED BY THE GEORGIA SOIL AND WATER
CONSERVATION COMMISSION AS OF JANUARY | OF THE YEAR IN WHICH THE STRUCTURAL PRACTICES
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REVISIONS

DATE

DESCRIPTION

4. ALL SEDIMENT BARRIERS SHALL BE INSTALLED PRIOR TO ANY GRADING.

5 SEDIMENT BARRIER DEVICES SHALL BE INSPECTED AND REPAIRED OF

DAMAGE DAILY. ANY ACCUMULATED SEDIMENT SHALL BE REMOVED AND
SPREAD ON 8ITE.

©. ALL DISTURBED AREAS SHALL BE GRASSED AS SOON AS CONSTRUCTION
PHASE PERMITS.

7. EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE MAINTAINED AT
ALL TIMES. ADDITIONAL EROSION AND SEDIMENTATION CONTROL MEASURES

SHALL BE INSTALLED IF DEEMED NECESSARY BY ON-SITE INSPECTION OR AS
REQUIRED BY COUNTY.

Landscape Architects

8. MAINTENANCE OF ALL 8OIL EROSION AND SEDIMENTATION CONTROL MEASURES
AND PRACTICES, WHETHER TEMPORARY OF PERMANENT, SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR

RELEASED FOR
CONSTRUCTION

SUBMITTALS
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©

DATE

DESCRIPTION

Q. ANY DISCREPANCY BETWEEN THIS SHEET AND OTHERS IN THIS SET SHALL BE
REFERRED TO THE ARCHITECT BY THE CONTRACTOR FOR CLARIFICATION
BEFORE PROCEEDING WITH THE WORK.

06-03-26

SDP REVIEW

1©. SEDIMENT STORAGE LEVEL MARKERS MUST BE INSTALLED IN 8EDIMENT

07-10-26

GSWCC RESUBMITTAL

STORAGE STRUCTURES, INDICATING THE I/3 FULL VOLUME.

. MAXIMUM CUT OR FILL SLOPE 1§ (2:1) 2' HORIZONTAL TO I' VERTICAL.

07-30-26

OCWR RESUBMITTAL

2. CONTRACTOR SHALL PROVIDE TEMPORARY DOUN DRAINS ON FILL SLOPES TO
PREVENT EROSION PRIOR TO STABILIZATION.

08-14-26

OCWR RESUBMITTAL

3. CONTRACTOR SHALL REMOYE ACCUMULATED SEDIMENT FROM DETENTION BASIN

08-14-26

GSWCC RESUBMITTAL

AT END OF CONSTRUCTION WHEN ALL DISTURBED AREAS HAVE BEEN FULLY

STABILIZED. u

09-24-26

BID SET

o
o S

14.  THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE
INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES AND
PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES.

L
5. EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL

[MPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE @ N
EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES m
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SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE.
6. ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS @ :
SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING. N
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UTILITY LOCATION NOTES

. CONTRACTOR SHALL BE RESPONSIBLE TO SECURE THE SERVICES OF A

2. CONTRACTOR SHALL IMMEDIATELY REPAIR ALL UTILITIES DAMAGED BY

3. THE UTILITIES SHOWN ARE SCHEMATIC AND FOR THE CONTRACTOR'S

PRIVATE UTILITY LOCATOR FIRM DURING THE ENTIRE COURSE OF CONSTRUCTION.
CONTRACTOR SHALL PAY FOR SAID SERVICES.

CONSTRUCTION ACTIVITIES, AT NO ADDITIONAL COST TO THE OUNER

CONVENIENCE ONLY. THERE MAY BE OTHER UTILITIES NOT SHOUN ON THESE

=
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BLP, INC. PROJECT NO:

26034

DATE:

09-24-2026

DRAWING BY:

ARP

GEORGIASI1

www.Georgia811i.com i'?

GEORGIA LAUW MANDATES THAT, BEFORE BEGINNING ANY MECHANIZED DIGGING OR
EXCAVATION WORK, YOU MUST CONTACT GEORGIA 8l BY USING EREQUEST ON
WWUGEORGIASILCOM OR BY CALLING 81l OR 1-8200-282-14I1 AT LEAST 48 HOURS BUT
NO MORE THAN 12 WORKING DAYS IN ADVANCE TO HAVE UTILITY LINES MARKED.

PLANS. THE DESIGN PROFESSIONAL ASSUMES NO RESPONSIBILITY FOR THE
LOCATIONS SHOUN AND IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO
VERIFY THE LOCATIONS OF UTILITIES WITHIN THE LIMITS OF THE WORK. DAMAGE
TO EXISTING UTILITIES BY THE CONTRACTOR, FROM HIS/ HER OPERATIONS

DO NOT BREAK OR DUPLICATE

Breedlove Land Pla

SHALL BE MMEDIATELY REPAIRED AT NO ADDITIONAL COST TO THE OWNER

UTILITY TRENCHES WITHIN SITE WORK LIMITS. THIS INCLUDES TRENCHES DUG AND
BACKFILLED BY LOCAL UTILITIES, SUCH AS POWER, GAS, TELEPHONE, ETC.

CONTRACTOR SHALL PROVIDE ADDITIONAL BACKFILL AND COMPACTION AS
NECESSARY, IF SETTLEMENT OCCURS.

. DO NOT DUPLICATE DRAWINGS WITHOUT PERMISSION.
4. CONTRACTOR SHALL BE RESPONSIBLE FOR COMPACTION OF BACKFILL OF ALL 2

READ THE SPECIFICATIONS. THIS SET OF DRAWINGS AND SPECIFICATIONS
DEFINE PROJECT SCOPE AND CONTRACT REQUIREMENTS. INDIVIDUAL SHEETS
SEPARATED FROM THE SET MAY NOT ADEQUATELY REFLECT ALL INFORMATION
NEEDED TO SUITABLY COVER CERTAIN ITEMS. DO NO SEPARATE THIS SET OF
DRAUINGS INTO INDIVIDUAL SHEETS.
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